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NOTICE OF
ASSESSMENT

OF

GREENRIVER CANALCO., -
GREENRIVER, UTAH

Notice is hereby given that ata steedngof theboard of directorsheldon

October 09, 2005, an assessment of $12.00 per sharewas levied on the capital and/or

secondary stock of the corporation payable at the officeof the undersigned

Secatary at Green Rrver,Utah a «
befwe·

NOVEMBER30, 2005

At said sneedag, pmsuantto ArticleXV, ofthe Articlesof

the Company, thee was levied a aan semice charge of $50.00againsten

stockholder for the year M.

y stock upon which M anga service charge may remain unpaid on

NOVE1WBER 30, 2005, wm be demaquent and adverdseg ¶orsmie at publicauction

and unless payment is made before will be sold on December 31, 2005 to paysaid

deMaquencies together with the cost of adverdsing and expense of sale.

See
Green River , Utah

Total Shares I
StockAsscasment S 12.00
Service Charge S 50.00

TOTAL DUE S 62.00

Board ofDirectors Green River Canal Company-
Glenn Baxter Von Bowerman MM
Desu King Tinaverme DUE NO IATER TEN NOV
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Running Foxes Petroleum, Inc.

Utah Division of Oil, Gas and Mining
To whom it concerns:

Please forgive me for sending these APD's to you so long after delivering to the BLM
office in Moab. I am new to this area and was not informed by Wayne Stout (the former
operator of our leases) or the BLM office that a complete copy needed to be forwarded to
you. Enclosed please find APD's for the 30-2, 30-6 and 30-11 wells.

I may be reached at grees481@msn.com or 970-361-6344.

Regretfully,

Greg Simonds
V.P. Operations
Running Foxes Petroleum, Inc.

RECEIVED
JUN262006

DN.0FOIL,GAS&MINING

7060 B. S. Tucson Way Centennial, Co. 80112 3Q3
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Running Foxes Petroleum, Inc.

Utah Division of Oil, Gas and Mining
To whom it concerns:

Re: APD for well 30-2

I hereby ask for an exception to the lease line spacing requirement of 500' from any lease
line. Per the request of the BLM field officer this well location was moved 27' further
north because of topography issues.

I may be reached at greas481@msn.com or 970-361-6344.

Respectfull

reg Simonds
V.P. Operations
Running Foxes Petroleum, Inc.

RECENED

JUN't 6 2006

DK070\L,GAS&µ¾NG

7060 B. S. Tucson Way Centennial, Co. 80112



Attachment 2
Running Foxes Petroleum, Inc
14550 E. Easter Ave. # 1000

Centennial, Co. 80112.
Operations V. P. Greg Simonds

Consulting Geologist: David L ABin (970) 254-3114

30-2 Drilling Plan
473' fnl, 2682' fwl (W/2SNWNE) Sec. 30, T20S, R24E, SLM, Grand County, Utah

Location access (Refer to Attachment 3b): From Exit 214 I-70, proceed north on Book Cliffs
Road (paved) for 100 feet, turn left toward west on Danish Flat county road and proceed
northwesterly for 0.4 mile, turn left toward south onto graded dirt road and proceed along west
side of abandoned gravel pit 0.3 mile, turn right towardthe west, proceed down the draw into
Danish Wash and across the flatsa total of 0.8mile, turn right towardthenorthup the hill 0.4
mile to the top of the ridge, turn right toward the east and proceed 0.2 mile to the Bonnie Lou
Federal location. Exit 214 is 49 miles northeast of Moab, UT via US 191, UT 128 and county
road through Cisco, UT, 64 miles from Moab via US 191 and I-70, 47 miles west of Grand
Junction, CO via I-70 and 153 miles from Vernal, UT via US 40 through Rangely, CO on CO 64,
over Douglas Pass on CO 139 to Loma, CO and I-70.

Projected tops: Mancos Shale Surface (Elevation GL 4523')
Dakota Fm marker 591' Oil & natural gas (possible water)
Cedar Mountain Fm 740' Natural gas (possible water)
Morrison Fm
Brushy Basin Mbr 825' Oil and natural gas
Salt Wash Mbr 1105' Natural gas

Entrada Ss 1425' Oil
TD 1500'

Construction program:
© Air, mist and/or foam circulation using 5-7% KCl water injection below Dakota
O Minimum 1500 psi rated BOP with 500 psi rated diverter and 100' min. 4" blooie line to pit
Ô 11" hole to 120' belowGL elevation to set 7" 23 ppf, J-55 (or better) surface casing with
Class A cement circulated back to surface. Estimate 50 sacks (2.2 cubic yards) with slurry yield
of 1.18 cubic feet per sack including 25% excess.
O 6 ½ " hole to 1400' below KB to set 4.5" 10.5 ppf, J-55 (or better) long string and cement
with Class A slurry from TD to 550'. Estimate 121 sacks (5.3 cubic yards) with slurry yield of
1.18 cubic feet per sack including 25% excess.
O Run 2 3/8" tubing for completion testing

Operations will be conducted during daylight hours only except possibly upon reaching TD,
running the long string and cementing same.

Casing decision will be made based upon drilled shows and no open-hole logs will be run.

Well will be killed with 5-7% KCl water or KCllgel/polymer mud to run long string.

Depending upon circulation and gas/fluid influx conditions, a contingency plan to advance the
hole with mud belowthe CedarMountain Fm will be in
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Attachment 3a UT-060-3160-1
April,2006

Bureau of Land Management
Price, Moab and MonticelloField Offices, Utah

Applicationfor Permit toDrîll
On-Site Inspection Checklist

Company Running Foxes Petroleum, Inc. Well No. 30-2

Location: Sec._30- T. 20S , R. 24E , Lease No. UTU-027403

On-Site inspection Date 2006

Alloperations willbe conducted in such a manner that full complianceis made withapplicablelaws,
regulations (43 CFR § 3100 &43 CFR § 3160), Onshore Oiland Gas Orders, the approved plan of
operationsand theconditionsof approval.The operatoris fullyresponsiblefor theactionsof his
subcontractors. A copy of these conditions willbe fumished to the field representative to ensure
compliance.

A. DRILUNGPROGRAM

1. Surface Formation and Estimated Formation Tops: Mancos Shale surface, Dakota
Formation marker 591', Cedar Mountain Formation 740', Brushy Basin Member of
MorrisonFormation 825', Salt Wash Member of MorrisonFormation 1105', Entrada
Sandstone 1425'

2. Estimated Depth at Which Oil,Gas, Water or Other Mineral Bearinq Zones are Expected
to be Encountered:

Death/Formation
Expected Oil Zones: 605'lDakota, 825'IBrushy Basin, 1425'IEntrada
Expected Gas Zones: 605'IDakota, 740'ICedar Mtn, 1105'ISalt Wash
Expected Water Zones: Layers in any pre-Mancos formation can be salineaquifers
Expected MineralZones: 591'lDakota (possible thincoal beds)

All fresh water and prospectively valuable minerals encountered during drillingwill be
recorded by depth and willbe cased and cemented. When possible, water flow rates will
be measuredand sampleswillbe takenand analyzedwiththeresultsbeing submittedto
BLM. Alloiland gas shows willbe tested to determine commercial potential.

3. Pressure Control Equipment -include schematics ofthe BOP and chokemanifold,and
describe testingprocedures: Double ram (pipe and blind) BOP with minimumworking
pressure rating of2000 psi equipped withaccumulatorfor remote operationand rotating
head/diverter withminimumworkingpressure rating of 150 psi. BOP willbe tested for
ten minutes holding 1000 psi prior to drillingthroughsurface casingshoe. See schematic
diagram of typicalequipment depicted by APD Attachment 3c.

BOP systems willbe consistent withAËI RP 53 and Onshore Oil and Gas Order No. 2 as
allowed under the Greater Cisco Area variance dated May 14, 2003. Pressure tests of
the surfacecasing and all BOP equipment potentiallysubject to pressure willbe
conducted before drilling the surfacecasingshoe. Blowoutpreventer controlswillbe
installed priorto drillingthe surface casing shoe and willremain in use untilthe well is
completedorabandoned.Ram preventersshallbe inspected andoperatedeach trip(no
morethan once a day is necessary),and annularpreventers shallbe inspected and
operatedweekly to ensure good mechanicalworkingorder. These inspections shall
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recorded in the drillinglog and in the daily drillingreport

4. Casinq Program and Auxiliary Equipment -include casingsize, weight,grade, threadand
coupling, setting depth and condition (new or acceptably reconditioned): 120' new 7" J-
55 ST&C 23 ppf (or better) surface casing. 1500' reconditioned 4.5" J-55 LT&C10.5 ppf
(or better) long string casing.

5. Cement -include the cement type,density, yield,additivesand amountused in setting
each casingstring. Also include the anticipatedcement fill-up. If stage cementing,
describe techniques: Surface casing willbe cemented to surfacewith an estimated50
sacks (including 25% excess) of 15.6 ppg Class A slurry that yields 1.18 cubicfeet per
sack. The long stringwillbe cemented fromTD to 550' with 121 sacks (including25%
excess) of 15.6 ppg Class A slurry yielding1.18 cubic feet per sack. Cello-flakewillbe
added to control fluid loss.

Surface casingshall be cemented back to surface. Centralizers shallbe run, at a
minimum,onthe bottom threejointsof each casing string.

6. Mud Program and CirculatinqMedium -include mud components and weights. When air
drilling,also include: length and location of blooie line;description of the auto ignitor;
description ofthe deduster equipmentand amounts, types and characteristicsofstand-
by mud: Circulatingmedium willbe compressed air with 4-6% KCI water solution injected
into the air stream to form mistto stabilize the hole and control dust. Foaming agents will
be used as needed to maintain circulation. Excessive fluid flows willbe controlled by
mixingKCilgel/polymer mud as needed and the materials willbe held on standby in
Grand Junction, Colorado for such purposes. 100 bbis ofwater willbe on the locationfor
use as killfluid. The blooie line willbe constructedof4" minimumdiameter pipe thatis at
minimum100' in length. The igniterwillbe a diesel fuel smudgepot.

Due to potential for contaminationofusablequalitywater aquifers,chromatesare banned
from Federal leases.

Sufficient mud materials will be stored on location to maintain well control and combat
lost circulationproblems that might reasonably be expected.

7. Coring, Loqqingand Testing Program: No coring, tests or open logging are planned.

Initial openingof drill stem test toolswillbe restrictedto daylight hours.

8. AbnormalConditions, Bottom Hole Pressures and Potential Hazards -include anticipated
bottomhole pressure and/orpressure gradient Also listanticipatedlost circulationzones,
abnormal temperaturezones and possible hydrogen sulfidebearing zones: No abnormal
temperatureconditions or occurrences of hydrogen sulfide are known to exist in the
Greater Cisco Field. Zones of lost circulationare notexpected,and are unlikelyto be
recognizedwiththecirculationsystembeing used. The pressum gradientis normalto
subnormal. Formation pressure throughthe depths and formations to be penetrated at
this location willbe no greater than 580 psi.

9. Any Other Aspects of this Proposal thatshould be Addressed: None.

B. THIRTEENPOINTSURFACEUSE PLAN
The dirtcontractorwi!\be provided with an approvedcopy of the surface use plan of operations
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before initiating construction.

1. ExistingRoads:

a. Proposed route to location is depicted by APD Attachment 3b.

b. Location ofproposed wellin relationtotownor otherreferencepoint 1.2 miles
west-northwest of 1-70Exit214 and 4.9 miles north of Cisco, Utah.

c. The Grand County Road Department willbe made awareofthe use of county
roads required by this proposal.

d. Plans for improvement and/or maintenance of existing roads: Willwater roads if
conditions warrant for control of fugitive dust or clear mud during wet conditions.

e. Other BLMroad R-O-WUTU-53795provides access to BLMO&GIease UTU-
027403.

2. Planned Access Roads:

a. Location (centerline):Well pad lies adjacentto existingcounty road,

b. Length of new access to be constructed: None

c. Length of existing roads to be upgraded: 1000 feet of old access road to Bison 1
focation.

d. Maximum totaldisturbed width: 25 feet.

e. Maximum travelsurface width: 16 to 18 feet

f. Maximumgrades: Less than6%

g. Tumouts: None required.

h. Surface materials: Native soils.

i. Drainage (crowning,ditching, culverts, etc): For production operations breaks in
edge berms will be provided to insure that low areas withinroadway willdrain
and avoid pond formation on travelsurface.

j. Cattleguards: None.

k. Length of new and/orexistingroadswhichlie outsidethe lease or unitboundary
for whicha BLM right-of-wayis required: N/A.

l. Other: N/A.

Surface disturbance and vehicular travel will be limited to the approved location and
access road. Any additional area needed must be approved by BLM in advance.

If a right-of-wayis necessary,no surface disturbing activities shall take place on the
subject right-of-wayuntilthe associated APD is approved. The holder willadhere to
conditionsofapprovalin the Surface Use Program of the approved APD, relevant to any
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right-of-wayfacilities,

if a right-of-wayis secured, boundary adjustments in the lease or unit shall automatically
amend this right-of-wayto include that portion of the facility no longer contained within
the lease or unit In the event ofan automatic amendment to this right-of-waygrant, the
prioron-leaselunit conditions of approval of thisfacility willnot be affected even though
theywould now applyto facilitiesoutside of the leaselunit as a result of a boundary
adjustment. Rental fees, if appropriateshall be recalculatedbased on the conditionsof
thisgrant andthe regulations in effectat the timeofan automaticamendment

if at any timethe facilitieslocated on public lands authorizedby the termsof thelease are
no longer included in the lease (due toa contractionin the unitor other lease or unit
boundary change)the BLMwîllprocess a change in authorîzation to the appropriate
statute. The authorization willbe subject to appropriaterental, or other financial
obligations determined by the BLM.

If the well is productive, the access road will be rehabilitated or brought to Resource
(Class III)Road Standards within60 days of dismantling the rig. If upgraded, the access
road must be maintained at these standards untilthe well is properly abandoned. If this
timeframe cannot be met, the Field OfficeManager willbe notifiedso that temporary
drainage controlcan be installed alongthe access road.

3. Location ofExisting Wells -on a map, showthe location ofallwater, injection,disposal,
producing and drilling wells withina one mile radius of the proposed well, and describe
the status ofeach: APDAttachment 3b depicts the locations of wellsnear the location.
Withina one mile radius there are 11 producible oiland/orgas wells. There are no water,
injection or disposal wells operating in that area and there are no drilling wells.

4. Location of Production Facilities:

a. On-site facilities: If productionof oil and gas is established, the on-sitefacilities
willinclude wellhead, 3-phase separator, production storage tank,water
evaporation pitand gas meter withenclosure. See APDAttachment 6 for the
layout ofthe on-site facilities.

b. Off-site facilities: None.

c. Pipelines: 2" gas production pipeline willparallel access road to tie-inpoint with
gas gathering system operated by Great Westem.

All permanent (in place for six months or longer) structures constructed or installed
(including oilwell pump jacks)willbe painted a flat, non-reflectivecolor to match the
standard environmental colors, as determined by the Rocky MountainFive-State
interagency Committee. All facilitieswinbe painted withinsixmonths of instanation.
Facilitiesrequiredtocomplywiththe Occupational Safety and Health Act (OSHA) may
be excluded. Colors wiube as foRows: Shades thatmatchnative soils in thearea.

All site security guidelines identified in 43 CFR § 3162.7-5 and Onshore Oil and Gas
Order No. 3 shallbe fonowed.

Ifa gas meter run is constructed, it wîll be located on lease within500 feet of the
weHhead. The gas flowlinewillbe buried from the wenhead to the meter and willbe
buried downstream of the meter until it leaves the pad. Meter runs win be housed and/or
fenced. The gas meter shallbe calibratedprior to firstsales and shad be



O O

quarterly thereafter. Allgas production and measurementshallcomplywith the
provisions of43 CFR §3162.7, Onshore Oiland Gas Order No. 5, and American Gas
Association (AGA)Report No. 3.

Ifa tankbattery is constructedon this lease, it willbe surrounded by a berm ofsufficient
capacityto contain1½ timesthestoragecapacityof the largest tank. Allloading lines
and valves winbe placed inside the berm surroundingthe tankbattery. AIIoilproduction
and measurement shall conform to the provisions of 43 CFR § 3162.7 and Onshore Oil
and Gas Order No. 4.

Production facilities on location may include a lined or unlined produced water pit as
specified in Onshore Oil and Gas Order No. 7. Ifwater is produced from the well, an
application in conformancewithOrder No. 7 mustbe submitted.

5. Locationand Type of Water Supply:

Allwater needed for drilling purposes willbe obtained from (describe location and/or
show on a map): Commercial sources such as Ute Water in Mack, Colorado or the
Thompson Special Service District in Thompson, Utah.

A temporarywater use permit for thisoperation could be obtained from the Utah State
Engineer in Price, Utah at (801) 637-1303 but willnot be necessary.

Water obtained on private land, or land administeredby another agency,willrequire
approval from the owneror agency for use of the land.

6. Source of Construction Material:

Pad construction materialwillbe obtained from (if the source is Federally owned, show
location on a map): On site nativesoils and substrate.

The use ofmaterialsunderBLMjurisdictionwillconformto 43 CFR §3610.2-3.

7. Methods of Handlinq Waste Disposal:

Describe the methods and locations proposed for safe containmentand disposal of waste
material, e.g. cuttings, produced water, garbage, sewage, chemicals, etc.

The blooie and reserve pits willbe constructed in Mancos Shale, a bentonite-rich
aquitard.

The blooie pit winbe located at least 100' from the wenhead, and the pit wans winbe
sloped at no greater than 1 to 1.

The blooie pit shall be located in cut material, withat least 50% of the pit volume being
beloworiginalground level. Three sides of the reserve pitwinbe fenced before drining
starts. The fourth sidewinbe fenced as soon as drillingis completed,and shai remain
untilthe pit is dry. As soon as the reservepit has dried, all areas not needed for
productionwillbe rehabilitated.

Trash must be contained in a trash cage and hauled away to an approved disposal site
as necessary but no later than at the completion of driHingoperations.

8. AnciMaryFacilities: Portable toilet.
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9. Well Site Layout -depict the pit, rig, cut and fill,topsoil,etc. on a plat witha scale ofat
least 1"=50'. See APD Attachment ib. No significantcuts or fills willbe required for
proposed operations.

Allwells,whether drilling,producing, suspended, or abandoned, willbe identified in
accordance with43 CFR § 3162.6.

Access to the wellpad willbe from thewest as depicted by APD Attachments ib and 3b.

The blooie line will be located at a 30 degree angle to the drilling rig,arranged in a
straight path with its outlet at least 100 feet from the well head where a diesel smudge
pot willserve as an automaticigniter. See APDAttachment 1b.

To minimizetheamountof fugitive dust and sprayescaping from theblooie pit,water will
be injected into the compressedair streamused for the wellcirculationsystem and the
blooie line effluentwillbe directed towarda high earth bank at the oppositeend of thepit.

10. Plans for Restoration of the Surface:

The toptwo inches of topsoilmaterial willbe removed from the location and stockpiled
separately on the margins of the location. See APD Attachment 1b.

Topsoil along the access road willbe reserved in place adjacent to the road.

Immediately upon completion of drilling, all equipment that is not necessary for
production shall be removed.

The reserve pitand that portionof the location not needed for production willbe
reclaimed.

Before any dirt work to restore the location takes place, the reserve pit must be
completely dry.

All road surfacing willbe removed prior to the rehabilitation of roads.

Reclaimed roads willhave the berms and cuts reduced and willbe closed to vehicle use.

Alldisturbed areas willbe recontoured to replicate the natural slope.

The stockpiled topsoilwillbe evenlydistributed overthe disturbed area.

Prior to reseeding, all disturbed areas, including the access roads, willbe scarified and
left witha rough surface.

Seed willbe broadcast or drilled between October i and December 15, or at a time
specified by the BLM. If broadcast, a harrow or some other implement willbe dragged
over the seeded area to assure seed
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The followingseed mixturewit!be used: Indian ricegrass4 pounds per acre, Fourwing
saltbush2 pounds per acre and Shadscale 2 pounds per acre.

The abandonmentmarkerwillbe one of the following,as specified by BLM:
1) at least four feet aboveground level,
2) at restored ground level,or
3) below ground level.

In anycase the marker shall be inscribed with the following: operator name, lease
number, well name and surveyed description (township,range, section and either
quarter-quarter or footages).

Additional requirements: N/A.

11. Surface and MineralOwnership: The surface and minerals are Federally owned.

12. Other Information:

a. ArcheologicalConcems: Inventorywillbe madeofany resources in the
disturbed area of the wellsite and upgraded road.

The operator is responsible for informing all persons in the area whoare
associated withthis project that theywillbe subject to prosecution for knowingly
disturbing historic or archaeologicalsites, or for collectingartîfacts. Ifhistoric or
archaeological materials are uncovered during construction,the operatoris to
immediately stop work that mightfurther disturb such materials, and contact the
BLM Field Office. Within five (5) workingdays, the BLMwillinform the operator
as to:

- whether the materialsappear eligible for the National Register of
HistoricPlaces;

- the mitigationmeasures the operator willlikelyhave to undertake
before the site can be used (assumingin situ preservation is not
necessary); and

- a timeframe for the BLM to complete an expedited review under 36
CFR § 800.11 to confirm,throughthe State Historic Preservation Officer,
that the findings of the BLM are correct and that mitigationis appropriate.

Ifthe operator wishes, at any time,to relocate activitiesto avoidthe expense of
mitigationand/orthe delays associatedwith this process, theBLMwillassume
responsibilityfor whatever recordation and stabilizationof the exposed materials
may be required. Otherwise, the operatorwillbe responsiblefor mitigationcosts.
The BLMwillprovide technicaland procedural guidelines for the conduct of
mitigation.Upon verificationfrom the BLM that the required mitigationhas been
completed, the operator will then be allowed to resume construction.

b. Threatened and Endangered Species Concems: None.

c. Wildlife Seasonal Restrictions: None.

d. Off Location Geophysical Testing: None.
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e. Drainage crossings that require additionalState or Federal approval: None.
f. Other N/A.

13. Lessee's or Operator's Representative and Certification

Representative:

Name: Greg Simonds

Title: Operations V.P. Greg Simonds

Address: 14550 E. Easter Ave. # 1000
Centennial, Co. 80112

Phone No.: (303) 617-7242

Certification:

I hereby certifythat I, or persons undermy direct supervision, have inspected the
proposed drillsite and access route; that I am familiarwiththe conditions which currently
exist; that thestatementsmake in thisAPD package are, to the best of myknowledge,
trueand correct; and that the work associated with the operations proposed herein willbe
performed by Running Foxes Petroleum, Inc. and its contractorsand subcontractors in
conformitywiththisAPD package and theterms and conditionsunder whichit is
approved. I also certifyresponsibilityfor the operations conducted on that portion of the
leased lands associated with thisapplication,withbond coverage being provided under
BLM bond no. UTB4)001236. This statement is subject to the provisions of 18 U.S.C. §

01afor &

Date
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Attachment 3b

Running Foxes Petroleum, Inc.
30-2

Location Access and Lease Outline Map
473' fnl, 2682' fwl(Wl2NWNE)Sec. 30, T20S, R24E, SLM,Grand County, Utah

Operations contact: Greg Simonds (970) 361-6344
Access route all on existing roads and trails

R23E R24E

+4 L-M '

vs 27403 599.52

One Mile at 1:24,000



9 9
Attachment ib

Drilling Operation Pad & Equiprnent Layout
Propetroco, Inc. Number 1 Rig or Equivalent Mobile DrillingRig

Access Window Top SouWindrow Ty y gg

,
•. Water Tank .--

•• Steet Mud Pits

Aux Mud PumP Plpe Trailer

o Aux Al DriHRig

Water Truck Casing Racks

DogHouse/Tools

O

& O Portable Toilet &
100 feet i li 100 feet 1

Top Soil Windrow Top SoilWindrow Access Window

+ Well Head Scale: 1 inch=50 feet Gross possible disturbed area 170 x 270 feet
Access roads typically16 feet to 18 feet wide with maximumdisturbed width25 feet

Cut and Fill Diagrams (where



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 06/26/2006 API NO. ASSIGNED: 43-019-31483

WELL NAME: 30-2

OPERATOR: RUNNING FOXES PETROLEUM ( N2195 ) PHONE NUMBER: 303-617-7242

CONTACT: GREG SIMONDS

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NWNE 30 200S 240E .Tech Review Initials Date
SURFACE: 0473 FNL 2682 FWL

BOTTOM: 0473 FNL 2682 FWL Engineering

COUNTY: GRAND
Geology

LATITUDE: 39.04376 LONGITUDE: -109.3033

UTM SURF EASTINGS:646838 NORTHINGS:4322795 Surface

FIELD NAME: GREATER CISCO ( 205 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-027403 PROPOSED FORMATION: ENRD

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NC

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond:Fed[1] Ind[] Sta[] Fee[]
Unit:

(No. UTB 000207 )
Potash (Y/N) R649-3-2. General

, Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No. y ) //
Drilling Unit

RDCC Review (Y/N)
Board Cause No:(Date:
Eff Date:

Fee Surf Agreement (Y/N) Siting: Lob
Intent to Commingle (Y/N) R649-3-11. Direátional Drill

COMMENTS:

STIPULATIONS: p¡g
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Running Foxes Petroleum, Inc.

Diana Whitney
Utah Oil and Gas Commission
Salt Lake City, Utah

Re. Well # 30-2

Dear Ms. Whitney,

You currently have an APD for the 30-2 well, which originally was located too close to
the North lease line. I have attached a copy of the new platt showing the corrected
location that is 30' South of the lease line, which eliminates the problem. I hereby
request an exception for the new location as attached and labeled 30-2A. The "A" can
be dropped easily in order to fit your requirements.

Greg Simonds
V.P. Operations
Running Foxes Petroleum, Inc.
970-361-6344

7060 B. S. Tucson Way Centennial, Co. 80112 303-617-7242

RECElVED
SEP072006
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O O
JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

September 7, 2006
State of Utah

Department of
Natural Resources

MICHAEL R. STYLER Running Foxes Petroleum, Inc.
Executive Director 7060 B. S. Tucson Way

Division of Centennial, CO 80112
Oil, Gas & Mining

JOHN R. BAZA Re: 2 Well, 473' FNL, 2682' FWL, NW NE, Sec. 30, T. 20 South, R. 24 East,
Division Director

Grand County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative
approval of the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-019-31483.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Grand County Assessor
Bureau of Land Management, Moab District Office

1594 West NorthTemple, Suite 1210, PO Box 145801, SaltLake City,UT 84114-5801
telephone (801) 538-5340 • facsimile(801)359-3940• TTY (801) 538-7458•



O

Operator: Running Foxes Petroleum, Inc.
Well Name & Number 30-2

API Number: 43-019-31483
Lease: UTU-027403

Location: NW NE Sec. 30 T. 20 South R. 24 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



Sep 21 06 08:09a P.2

STATEOF UTAH FORMS
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL,GAS ANDMINING $ LEASEDESIGNARONMIDSERIALNUMBER.

UTUd27403
a IF INDIAN, ALl.GITEEOR TRIBENAME

SUNDRY NOTICES AND REPORTS ON WELLS
T UNIT ar CA AGREEMENT NAME:

Do not use this fann far propnamis 10 dFillnewweis, signlilcardlydeepen existingweis belos cunanthonoratiale depih, reenterplugged mells,or 10
eli hmtEurasi lutmia Use APPUCATIONFOA PERMITTO DAILLibanfor mmhproposalk

1. TYPEOF WELL & WELLNAMEandNUMBER:
OILWELL Q GAS WEU. OTHER

2. NAMSOF OPEMroR- 9. MI NUMBER:

Running Foxes Petroleum, Inc. 4301931483
3 ADDRESSOF OPERAFOR PHONENUMBER 1D, FIELDAND POOL, OR1MLDCAT:

7060 B South Tuceon Way e Centennial CO 80112 (720) 889-0510 Greater Cisco
4. LOCATIONOFWEt.L

FOOTAGESATSURFACE; 503' FNL & 2682' FWL couicy: Grand

OTWOTR.SECRON. TOWNSHIP.RANGE,MERIDIAN:NWNE
UTAH

a CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPEOF ACTION

O -- O DEEPEN O MPEMON MM WW
O NOTICE OF INTENT

(Submit in Eheicme) GR CASNG FRACTURE TREAT SIDETRACK TO REPAIRWELL

4.............a..=•' O cas...a- -CONSTRUCDON TWPORYAMON

O C-GE TO PREVIOUSPLANS OPERATOR CHANGE TUBMGMPAR

O CMGE TUBWG PLUGANDAMON O VENTOR Ft.ARE

O SUBSEQUENT REPORT O CHANGE WELL NAME BACK WATER DISPOSAL
(submitOdginsiFonn Only)

O CMGE R MS PRODUCHON(STARTJRESUME) WATERSHUr-OFF
omeorwosiccmplesort

O COMtBNGLEPRODUCWC.FORMARONS RECUMANONOFWERSKE OTHmt Correctfootage for

O CONVERTWELLTYPE MCOME-DIFFERENTFORMAT10N 30-2 Well.

12 DESCRlBEPROPOSED OR COMPLETEDOPERAT10NS. Clearlyshow all pertinentdelails includingdates, depihs, volumes, etc.

This sundry notice is to infortn the State of Utah that the 30-2 well that has been permitted and approved, was moved from the
original coordinates of 47# fnl & 2682'fwl to a new location 50 ft. to the south located at 503' fnl &2682' fwl to complywith
spacing regulations. Wekk that the State of Utah, please, approve this new location as soon as possible.

Attached: Survey Plat of New Well Location

NAME(PLEASE PRINT) Greg Simonds VP Operations

SIGNATURE DATE

(This spanefer Sinis saan enig

(sanoo) (See Instnicenne on neuertesida)

GasandMining RECEIVED

$81
SEP2O2006

DIV.0FOIL,GAS&
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Fonn 3166 3
AITit0VED

(Sepiember2001)
OMBNo. 1004·0136

Jam-y 31, 2004
UNITEDSTATES

DEPARTMENT OP THE INTERIOR 403
BUREAUOF LANDMANAGEMENT

APPLICATION FOR PERMITTO DRILLOR REENTER
6 w «mm

la. Type of Wode DRILL
7. If Unit or CA Agreement,NameendNo.

Ib. Type of WeB: 011WeH Gas Well Other O Single2'one Muldple2one
8. and WellNo.

oxes Petroleum, Inc.
* $¾Ÿ 3/ YS

3a. Address 3b. PhoneNo. ¢bschuleœus code) 10. Field and Pool.o_rExploratory
14550 E. Easter Ave. # 1000 Centennial, Co. 0112 303417-7242 Greater Cisco

4. Locationof WeH(Reportlocados clearfy amt in acconiance wid anySiser requiremero.*) i1. Sec., T., R., M., erBik. and Swvey or Atca

At..rr.e.gjt from north line and 2682 ft from west line (Wl2NWNE) Sec. 30, T20S, R24E, SLM
Atproposedimod.ao., Same as at surface (verticalwell)

14. Nm ŠnŠÊ $siU¾h Wee¾ttachments2 and 3b)
15. Distance ein ¡mopuod 473 feet 16. No. of Acres in lease 17. Specing Unitdedicateda tids wei

!••6== 599.52 Well separations: 400 ft oil;1300 ft gas

* ",,¶$°"' 1500 feet "
1 f

M7Þ¾OA03-
apphedfor,antidsi..' Running Foxes Petroleum, Inc.

21.
99 U

RT, GI., etc.) 22. Approximale date work win start* 23.

24. Attachments 1a, 1b, 2, 3a, 3b, 3c, and 6
11sefoGowing,compieledin accordancewith the requirements ofOnsbare Oil and Gas OrderNo.1,shallbe attachedto this form:

1. Welt plat certifiedby a registered surveyor. 4. Bond to cover the operadoos unless covered by an existing bond on file (see

Plan (if the location is on National Faest System Lands, the S.
abo

utiosa. See attachment 3a
SUPO shallbe iBedwith the Forest ServiceOllice). 6. 8 other m nTfa by the

25. signature Name (Pringsd/fyped) Date
Greg Simonds

perations V.P.

Tae Assistant Held Manager, .om. DivtstonotHesources
¯

Divisinn of Romagrens . MoabHG Office
Applicadon apploval does not warrant or certi me the applicant holds legalor equitabictide to those rights in the subject lease which would entide the applicant to conduct

operadons tlus a
conditionsof approval,if any, are attached.

Title 18 U.S.C. Secdon 1001and Tide 43 U.S.C. Section 1212, make it a crime for knowinglyand wmfully to make to any departnent or agency of the United
Statesany falso,Tsolitiousœ ikaudulent**•-=l•œ aspam-••i- asto any asuer wsdunitsjurisdiction.

¡ i I i i I -

•(Insometions on roerse)

gg.ta RECEIVED
CONDITIONSOFAPPROVALATTACHÑT06 2006

DIVOFOIL,GAS&



Running Foxes Petroleum, Inä. 2

Eric Jones
BLM
82 East Dogwood Ave.
Moab, Ut. 84532

Re: Well 30-2 APD

Dear Eric,

Due to a number of unforeseeable events, we have needed to relocate the 30-2 well 30'
South of the originally planned location. Since Udell Williams renamed the well the 30-

2A on his plat, I would like to stay consistent and rename this well the 30-2A.
Everything else will stay the same except the FNL is now 503', not 473'.

Thank you

Greg Simonds
V.P. Operations
Running Foxes Petroleum, Inc.

7060 B. S. Tucson Way Centennial, Co. 80112
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Running Foxes Petroleum, Inc.
Well No. 30-2A
Lease UTU-027403
Location NWINE Section 30, T20S, R24E
Grand County, Utah

A COMPLETE COPY OF THIS PERMIT SHALL BE KEPT ON LOCATION
from the beginning of site construction through well completion, and shall be available to
contractors to ensure compliance.

CONDITIONSOF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that Running Foxes Petroleum, Inc. is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by BLM bond no. UTBOOO207 (Principal - Running
Foxes Petroleum, Inc.) via surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oil and Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his



A. DRILLING PROGRAM

1. The proposed 2M BOPE with a modifiedchoke manifold (bleed line) is adequate
for anticipated conditions. Installation, testing and operation of the system shall
be in conformance with Onshore Oiland Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil, Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. Reconditioned casing must be tested and verified to have wall thickness of at
least 87.5% of the nominal thickness of new casing.

4. The requirements for air drilling, found in Onshore Oil and Gas Order No. 2, part
Ill, E (Special Drilling Operations), shall be followed. This section requires, at a
minimum, the use of the following equipment not mentioned in the application:

- Spark arresters
- Dust suppression
- Float valve above bit

5. The cement height behind the production casing shall be designed to reach a
minimum of 300 feet above the top of the Dakota Sandstone to ensure adequate
isolation of that hydrocarbon bearing



B. SURFACE USE PLAN

1. In order to protect watershed values, no road/well pad construction or drilling
operations willbe authorized between November 1 and April 30. The limitationdoes
not apply to maintenance and operation of producing wells. Exceptions to this
limitation may be specified in writing by the Moab Field Office.

2. In order to protect nesting raptors, no road/well pad construction or drilling
operations willbe authorized within0.5 mile of raptor nesting sites between March 1
and August 31. The limitation does not apply to maintenance and operation of
producing wells. Exceptions to this limitation may be specified in writing by the Moab
Field Office.

Note: On July 10, 2006, Moab BLM received a copy of a report for a raptor
survey that was completed by WestWater Engineering. Burrowing owls were
found near the No. 30-2 Well. Based on the presence of burrowing owls in
2006, it may not be feasible to grant an exception to the Condition of
Approval for nesting raptors at the No. 30-2 Well. Therefore, the operator
should plan to drill the No. 30-2 Well between the dates of September 1 and
February 28.

3. In order to protect pronghorn antelope during the fawning period, no road/well pad
construction or drilling operations will be authorized between May 1 and June 15.
The limitation does not apply to maintenance and operation of producing wells.
Exceptions to this limitation may be specified in writing by the Moab Field Office.

4. Dust control willbe provided during construction and drilling operations by spraying
fresh water on new road construction, roads being maintained, and the well pad.

5. The operator willbe responsible for weed control on the disturbed areas within the
limits of the well pad and road construction. The operator will be responsible for
consultation with the authorized officerand/or local authorities for acceptable weed
control



C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notifications are summarized in Table 1, attached.

Buildinq Location- Contact the Moab Field Office, Natural Resource Protection Specialist at least
48-hours prior to commencing construction of location.

Soud- The spud date willbe reported to BLM24-hours prior to spudding. Written notification in
the form of a Sundry Notice (Form 3160-5) will be submitted to the Moab Field Officewithin 24-
hours after spudding, regardless of whether spud was made with a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports shall detail the progress and status of the well and
shall be submitted to the Moab Field Officeon a weekly basis.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- There will be no deviation from the proposed drilling and/or workover program
without prior approval. "Sundry Notices and Reports on Wells" (Form 3160-5) will be filed with
the Moab Field Office for approval of all changes of plans and subsequent operations in
accordance with 43 CFR 3162.3-2. Safe drilling and operating practices must be observed.

Drillinq Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. All conditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, work that might
disturb the resources is to stop, and the Moab Field Office is to be notified.

First Production- Should the well be successfully completed for production, the Moab Field
Office willbe notified when the well is placed in producing status. Such notification may be made
by phone, but must be followed by a sundry notice or letter not later than five business days
following the date on which the well is placed into production.

A first production conference will be scheduled as soon as the productivity of the well is
apparent. This conference should be coordinated through the Moab Field Office. The Moab
Field Office shall be notified prior to the first sale.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be submitted to the Moab
Field Office not later than thirty-days after completion of the well or after completion of
operations being performed, in accordance with 43 CFR 3162.4-1. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, willbe filed with Form 3160-4. When requested, samples (cuttings and/or samples)
will be submitted to the Moab Field



VentinqlFlarinq of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf,whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered shut-in until the gas can be captured or approval
to continue the venting/flaring as uneconomic is granted. In such case, compensation to the
lessor (BLM)shall be required for that portion of the gas that is vented/flared without approval
and which is determined to have been avoidably lost.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oil and Gas Order No.7.

Off-Lease Measurement, Storaqe, Comminqling-Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling (either down-hole
or at the surface).

Pluqqinq and Abandonment- If the well is completed as a dry hole, plugging instructions must be
obtained from the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Form 3160-5) willbe filed with the Moab Field Office
within thirty-daysfollowing completion of the wellfor abandonment. This report will indicate
where plugs were placed and the current status of surface restoration. Upon completion of
approved plugging, a regulation marker will be erected in accordance with 43 CFR 3162.6. Final
abandonment will not be approved until the surface reclamation work required by the approved
APD or approved abandonment notice has been completed to the satisfaction of the Price Field
Office or the appropriate surface managing agency.

TABLE 1
NOTIFICATIONS

Notify Rich McClure (435-259-2127) or Jack Johnson (435-259-2129) of the BLM Moab Field
Officefor the following:

2 days prior to commencement of dirt work, construction and reclamation (McClure);

1 day prior to spud (Johnson);

50 feet prior to reaching the surface casing setting depth (Johnson);

3 hours prior to testing BOPs (Johnson).

If the people at the above numbers cannot be reached, notifythe Moab Field Officeat 435-259-
2100. If unsuccessful, contact the person listed below.

Well abandonment operations require 24 hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained by calling the Moab Field Office at
435-259-2100. If approval is needed after work hours, you may contact the following:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: RUNNING FOXES PETROLEUM INC

Well Name: 30-2

Api No: 43-019-31483 Lease Type: FEDERAL

Section 30 Township 20S Range 24E County GRAND

Drilling Contractor PROPETCO INC RIG #

SPUDDED:
Date 10/13/06

Time NOON

How DRY

Drilling will Commence:

Reported by NEAL SHARP

Telephone # (720) 889-0510

Date 10/24/06 Signed



STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Running Foxes Petroleum, Inc. Operator Account Number: N 2195

Address: 7060 B South Tucson Way

city Centennial

state CO zip 80112 Phone Number: (720) 889-0510

Well 1

API Number Well Name QQ Sec Twp Rng County

4301931483 30-2 NWNE 30 20S 24E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

A L 3 g 10/13/2006 pg
Comments:

weilA2PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only)
B - Add new well to existing entity (groupor unit well) NamejPlease P t)
C - Re-assign wellfrom one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity Signatufe

E - Other (Explain in 'comments' section) y (
Title' U Daté /

(5/2000) 0CT2 6 2006

DIV.OF01, GAS&



Daily Dri
Operator: Running Foxes Location: NW NE Coord.: 503' fnl, 2682' fwl
Well Name: 30-2 County: Grand State: Utah Sec. 30
Project Area: CiscoSprings API #: 43-019-31483 Twp: 20 S
Spud Date: 10/13/2006 Rge: 24 E

Field: Greater Cisco Logging Geologist: BrianWalsh GL Elev: 4541 KB:

Drilling Contr: Propetmco, Inc. Toolpusher: Terry Leach

Surf. Casing: 8 5/8" Set @: 120 Cement Date:
Surf. Bit: 11" Out 0: 120 Hole size: 6 1/4"
BIt #1: 6 1(4" PDC In @: 120 Drilling fluid: Bentonite gel mud (at 710')
Bit #2: In O: Mud Pumps: G-D 5 1/2" x 8"
Bit #3: In O:

Date Start Depth End Depth Ft. Drilled
10/23/06 398 GL 710 312

OPERATIONS
Onsite at 0730 hrs. Drilling with air. 1200 hrs at 704', drill 6' of medium grained sand (Buckhorn). Hole starts
producing water measured at 30 gal/min, 21 units, possible H2S odor. Decision made to core this sand. Mud up
with bentonite gel/water. Crew sets up sample trommel in 1st mud tank. TOOH to collars. Offsite at 1645 hrs.

Will start coring tomorrow.

Time Depth BIt Welght Pump PSI Pump SPM Table RPM Mud Weight Viscosity

Mud/Chemicals Mixed:

Bentonite gel,polymer

Fonnation Entered Depth Units Gas Core Run From To Recover

1st bentonite observed 620 2

1st well developed sand 660 3
2nd sand 688 7

3rd sand (Buckhorn) 704 21

Desolytlon Samples From To

RECEIVEl
NOVO9 2008

OIL SHOWS DESCRIPflON UNOFOIL
688'-691' Sandstone: 20% It brn spotty o stn, dull yel flor, fst stmg bri yel cut . GM&MN
(dry sample). 704' BuckhornSand: loose grains in cuttings, tr dk brn p.p o
stn, yel flor, fst stmg bri yel cut, hole producing water at this sand (30
gal/min).

Comments





Daily Drilling Report
Operator: Running Foxes Location: NW NE Coord.: 503' fnl, 2682' fwl

Well Name: 30-2 County: Grand State: Utah Sec. 30
Project Area: CiscoSprings API #: 43-019-31483 Twp: 20 S
Spud Date: 10/13/2006 Rge: 24 E
Field: Greater Cisco Logging Geologist: Brian Walsh GL Elev: 4541 KB:

Drilling Contr: Propetroco, Inc. Toolpusher: Terry Leach
Surf. Casing: 8 5/8" Set @: 120 Cement Date:
Surf. Bit: 11" Out @: 120 Hole size: 6 1/4"
Bit #1: 6 1/4" PDC In @: 120 Drilling fluid: Bentonite qel mud (at 710')
Bit #2: In O: Mud Pumps: G-D 5 1/2" x 8"
Bit #3: In O:

Date Start Depth End Depth Ft. Drilled
10/25/06 735 858 123

OPERATIONS
0730 hrs onsite. Rig service: cuttings trommel; 2" female adapter welded to gas buster for standpipe. 0930 hrs
TIH, ream to bottom with 6 1/4" PDC. TG 143u. 1120 hrs drilling. Some slow drilling 840'-858'. Stop for day at
858' at 1630 hrs. Circ 10 min, TOOH 6 stds. Heavy hail and rain in afternoon, very muddy.

Time Depth Bit Weight Pump PSI Pump SPM Table RPM Mud Weight Viscosity

1015 735 8.3 32
1200 739 8.2 33

Mud/Chemicals Mixed:

Formation Entemd Depth Units Gas Com Run Fmm To Recover

1st bentonite observed 620 2

1st welldeveloped sand 660 3
2nd sand 688 7
3rd sand (Buckhorn) 704 21
Core #1 4 1 710 728 5
Core #2 15 2 728 735 5
Morrison, Brushy Basin 735

1st Brushy sand 748 15

Desorption Samples From To

OIL SHOWS DESCRIPflON
N/A

Comments
ist Brushy sand 748'-761': 15u gas, NSFOC. 5-15% limestone in samples 765'-785'. Some slow ROP 840'-858' (up to 14
min/ft), tr cht in samples.



Daily Drilling Report
Operator: Running Foxes Location: NW NE Coord.: 503' fnl, 2682' fwl
Well Name: 30-2 County: Grand State: Utah Sec. 30
Project Area: CiscoSprings API #: 43-019-31483 Twp: 20 S
Spud Date: 10/13/2006 Rge: 24 E
Field: Greater Cisco Logging Geologist: BrianWalsh GL Elev: 4541 KB:

Drilling Contr: Propetroco, Inc. Toolpusher: Terry Leach
Surf. Casing: 8 5/8" Set @: 120 Cement Date:
Surf. Bit: 11" Out 0: 120 Hole size: 6 1(4"
BIt #1: 6 1/4" PDC In 0: 120 Drilling fluid: Bentonite qel mud (at 710')
BIt #2: In @: Mud Pumps: G-D 5 1/2" x 8"
Bit #3: In @:

Data Start Depth End Depth Ft. Drilled
10/26/06 858 938 80

OPERATIONS
0745 hrs onsite, T1H, drillingat 0900 hrs. TG 70u. 1010 hrs sample trommel screen tears again. Catching
samples with screen/bucket. Some zones of very slow drilling; in some cases samples contain a large % of very
soft, amorphous clay (white, It orangebrown). Drill break 927'-938', circ out samples: varicolored shale, trace
loose sand, 8u gas. Will not core. Stop for day at 938' at 1640 hrs. TOOH 8 stds, offsite at 1700hrs.

Time Depth Bit Weight Pump PSI Pump SPM Table RPM Mud Weight Viscosity

930 875 8.7 37

Mud/Chemicals Mixed:

2 sacks caustic soda yesterday

Formation Entmed Depth Units Gas Core Run From To Recover

1st bentonite observed 620 2
1st well developed sand 660 3
2nd sand 688 7
3rd sand (Buckhorn) 704 21

Core #1 4 1 710 728 5
Core #2 15 2 728 735 5

Morrison, Brushy Basin 735

1st Brushy sand 748 15

Desorption Samples From To

OIL SHOWS DESCRIPflON
N/A

Comments

We should be coring the lower Brushy Basin or Upper Salt Wash tomorrow.



Daily Drilling Report
Operator: Running Foxes Location: NW NE Coord.: 503' fnl, 2682' fwl
Well Name: 30-2 County: Grand State: Utah Sec. 30
Project Area: CiscoSprings API #: 43-019-31483 Twp: 20 S
Spud Date: 10/13/2006 Rge: 24 E

Field: Greater Cisco Logging Geologist: Brian Walsh GL Elev: 4541 KB:

Drilling Contr: Propetroco, Inc. Toolpusher: Terry Leach
Surf. Casing: 8 5/8" Set @: 120 Cement Data:
Surf. Bit: 11" Out @: 120 Hole size: 6 1/4"

Bit #1: 6 1/4" PDC In @: 120 Drilling fluid: Bentonite gel mud (at 710')
Bit #2: In @: Mud Pumps: G-D5 1/2" x 8"
Bit #3: In @:

Data Start Depth End Depth Ft. Drilled
10/27/06 938 1050 112

OPERATIONS
0730 hrs onsite, rig getting water. Mix mud (see below). 0955 hrs drilling,TG 35u. Drilling with no problems.

Drill break 1039'-1050', circ out samples, max gas 158u. (will core Monday). TOOH 12 stds, close rams. Offsite
1600 hrs.

Time Depth Bit Welght Pump PSI Pump SPM Table RPM Mud Weight Viscosity

1035 966 8.8 51
1515 1050 9.2 53

Mud/Chemicals Mixed:

Bentonite gel, soda ash, polymer

Formation Entemd Depth Units Gas Com Run Fmm To Recover

1st bentonite observed 620 2
1st welldeveloped sand 660 3
2nd sand 688 7
3rd sand (Buckhorn) 704 21
Core #1 4 1 710 728 5
Core #2 15 2 728 735 5
Morrison, Brushy Basin 735

1st Brushy sand 748 15

2nd Brushy sand 953 22

3rd Brushy sand 1039 158

Desorption Samples Fmm To

OIL SHOWS DESCRIPTION
2nd Brushy sand 953'-958': pred loose m gr, occ sp-p.p brn stn, yel flor, fst
stmg yel cut, no odor, 5' thick,not able to core. 3rd Brushy sand: tr p.p-sp blk
o stn, n flor, fst stmg bri yel cut, n odor

Comments
Drilled 11' of 3rd Brushy sand before gas returns. Willcore Monday morning.



Daily Drilling Report
Operator: Runninq Foxes Location: NWNE Coord.: 503' fnl, 2682' fwl
Well Name: 30-2 County: Grand State: Utah Sec. 30
Poject Area: CiscoSprings API #: 43-019-31483 Twp: 20 S
Spud Date: 10/13/2006 Rge: 24 E

Field: Greater Cisco Logging Geologist: Brian Walsh GL Elev: 4541 KB:

Drilling Contr: Propetroco, Inc. Toolpusher: Terry Leach
Surf. Casing: 8 5/8" Set @: 120 Cement Date:
Surf. Bit: 11" Out O: 120 Hole size: 6 1/4"

Bit #1: 6 1/4" PDC In @: 120 Drilling fluid: Bentonite qel mud (at 710')
Bit #2: In @: Mud Pumps: G-D5 1/2" x 8"
Bit #3: In @:

Data Start Depth End Depth Ft. DrHIed
10/30/06 1050 1057 7

OPERATIONS
0730 hrs crew onsite. TIH, circ, TOOH.BW onsite at 1005 hrs (truckgetting fuel pump). Pick up 20' core barrel

and 3 7/8" PDC core bit. Instalt heavy screen on cuttings trommel. 1245 hrs TIH, TG 3403u. Circthrough
trommel, screen too fine/mud too thick, mud flowing right through trommel. Reconfigure to flow directly into

mud tank again. 1400 hrs coring at 1050'. Cored to 1057, ROP decreased to 27+ min/ft. 1530 hrs TOOH.

Recovered 1.7 shale (1050-1051.7). Offsite at 1700 hrs.

Time Depth Bit Weight Pump PSI Pump SPM Table RPM Mud Weight Viscosity

1425 1053 8.9 52

Mud/Chemicals Mixed:

N/A

Formation Entemd Depth Units Gas Com Run From To Recover

1st bentonite observed 620 2
1st well developed sand 660 3
2nd sand 688 7

3rd sand (Buckhorn) 704 21

Core #1 4 1 710 728 5
Core #2 15 2 728 735 5

Morrison, Brushy Basin 735

1st Brushy sand 748 15

2nd Brushy sand 953 22
3rd Brushy sand 1039 158

Core #3 1273* 3 1050 1057 1.7

Desorption samples From To

OIL SHOWS DESCRIPflON
N/A

Comments
*Gas Coming down from 3403u TG. Core #3 Recovered 1.7' Shale: maroon, mottled green, rough-smooth tex, mod calc
(maroon)- non calc (green),1.5 cm graybrown chert nodules 1050' 1050.3'.



Daily Drilling Report
Operator: Running Foxes Location: NW NE Coord.: 503' fnl, 2682' fwl

Well Name: 30-2 County: Grand State: Utah Sec. 30

Project Ama: CiscoSprings API #: 43-019-31483 Twp: 20 S
Spud Date: 10/13/2006 Rge: 24 E

Field: Greater Cisco Logging Geologist: Brian Walsh GL Elev: 4541 KB:

Drilling Contr: Propetroco, Inc. Toolpusher: Teny Leach
Surf. Casing: 8 5/8" Set @: 120 Cement Date:
Surf. Bit: 11" Out @: 120 Hole size: 6 1/4"

Bit #1: 6 1/4" PDC In @: 120 Drilling fluid: Bentonite gel mud (at 710')
Bit #2: In @: Mud Pumps: G-D5 1/2" x 8"
Bit #3: In @:

Date Start Depth End Depth Ft. Drilled
10/31/06 1057 1218 161

OPERATIONS
0730 hrs onsite. Change trommelscreen to larger mesh. 0910 hrs TIH. TG 3493u., traceoil in returns. 1040 hrs

drilling.Trommel working well. Drilling with no problems. Stop for day at 1218' at 1645 hrs. TOOH 15 stds.
Crew offsite at 1710 hrs.

T1me Depth Bit Weight Pump PSI Pump SPM Table RPM Mud Weight Viscosity

1250 1108 9.1 65

Mud/Chemicals Mixed:

N/A

Formation Entemd Depth Units Gas Com Run From To Recover

1st bentonite observed 620 2
1st well developed sand 660 3
2nd sand 688 7

3rd sand (Buckhorn) 704 21
Core #1 4 1 710 728 5
Core #2 15 2 728 735 5

Morrison,Brushy Basin 735
1st Brushy sand 748 15
2nd Brushy sand 953 22
3rd Brushy sand 1039 158

Core #3 1273* 3 1050 1057 1.7

Salt Wash (shale) 1064' 238*

1st Salt Wash sand 1113 70 Desorption Samples From To
1st Salt Wash sand (lower) 1138 169

OIL SHOWS DESCRIPflON
1st Salt Wash sand (1113-1135): spotty bik-dk brn o stn, yel flor, fst stmg bri
yel cut, no odor. 1st Salt Wash sand (lower): spotty blk-brno stn, yel flor, fst
stmg bri yel cut, minor amt. free oil in returns (169u).

Comments
*Gas coming down from 3493u trip gas. Morrison cuttings samples: 736'-1150' (Brushy & upper Salt Wash).



Daily Drilling Report
Operator: Runninq Foxes Location: NWNE Coord.: 503' fnl, 2682' fwl

Well Name: 30-2 County: Grand State: Utah Sec. 30

Poject Area: CiscoSprings API #: 43-019-31483 Twp: 20 S
Spud Date: 10/13/2006 Rge: 24 E

Field: Greater Cisco Logging Geologist: Brian Walsh GL Elev: 4541 KB:

Drilling Contr: Propetroco, Inc. Toolpusher: Terry Leach
Surf. Casing: 8 5/8" Set @: 120 Cement Date:
Surf. Bit: 11" Out @: 120 Hole size: 6 1/4"
Bit #1: 6 1/4" PDC In @: 120 Drilling fluid: Bentonite gel mud (at 710')
Bit #2: In @: Mud Pumps: G-D5 1/2" x 8"
Bit #3: In @:

Date Start Depth End Depth Ft. Ddiled
11/1/06 1218 1299 81

OPERATIONS
0730 hrs crew onsite. TIH. Drilling at 0830 hrs. Maxtrip gas recorded: 432u at bottoms up. Detector not on
during trip in (probably missed main trip gas). Dump cuttings and add water to mud at 1270', see properties
below. TOOH to inspect bit at 1600 hrs at 1299' at 1600 hrs. Greg Bratton onsite at 1410 hrs.

Time Depth Bit Weight Pump PSI Pump SPM Table RPM Mud Weight Viscosity

1215 1260 9.5 77

1430 1280 8.7 32

Mud/Chemicals Mixed:

Polymer

Formation Enteind Depth Units Gas Core Run From To Recover

1st bentonite observed 620 2
1st well developed sand 660 3
2nd sand 688 7
3rd sand (Buckhorn) 704 21
Core #1 4 1 710 728 5

Core #2 15 2 728 735 5

Morrison, Brushy Basin 735

1st Brushy sand 748 15

2nd Brushy sand 953 22
3rd Brushy sand 1039 158

Core #3 1273* 3 1050 1057 1.7

Salt Wash (shale) 1064' 238*

1st Salt Wash sand 1113 70 Desorption Samples Fmm To

1st Salt Wash sand (lower) 1138 169

OIL SHOWS DESCRIPTION
N/A

Comments
Drilling in lower Salt Wash.



Daily Drilling Report
Operator: Running Foxes Location: NW NE Coord.: 503' fnl, 2682' fwl

Well Name: 30-2 County: Grand State: Utah Sec. 30
Project Area: CiscoSprings API #: 43-019-31483 Twp: 20 S
Spud Date: 10/13/2006 Rge: 24 E
Fleid: Greater Cisco Logging Geologist: Greg Bratton GL Elev: 4541 KB:

Drilling Contr: Propetroco, Inc. Toolpusher: Terry Leach
Surf. Casing: 8 5/8" Set @: 120 Cement Date:
Surf. Bit: 11" Out @: 120 Hole size: 6 1/4"
BIt #1: 6 1/4" PDC In @: 120 Drilling 11uld: Bentonite qel mud (at 710')
BIt #2: In @: Mud Pumps: G-D5 1/2" x 8"
Bit #3: In @:

Data Start Depth End Depth Ft. DrHled
11/2/06 1299' 1398' 99'

OPERATIONS
Drilliers on site at 7:30am and changed drillingbit. Tripped pipe back into hole and restarted drilling around
9:30am. Highest trip gas recorded : 369u. Drilled to TD at 2pm. Well will be logged tomorrow morning at
10am by Phoenix Surveys Inc.

Time Depth Bit Weight Pump PSI Pump SPM Table RPM Mud Weight Viscosity

1330 1385' 9.7 53

Mud/Chemicals Mixed:

N/A

Formation Entemd Depth Units Gas Core Run Fmm To Recover

1st bentonite observed 620 2

1st well developed sand 660 3
2nd sand 688 7
3rd sand (Buckhorn) 704 21
Core #1 4 1 710 728 5
Core #2 15 2 728 735 5
Morrison, Brushy Basin 735

1st Brushy sand 748 15

2nd Brushy sand 953 22

3rd Brushy sand 1039 158

Core #3 1273* 3 1050 1057 1.7
Salt Wash (shale) 1064' 238*

1st Salt Wash sand 1113 70 Desoqidon Samples Fmm To
1st Salt Wash sand (lower) 1138 169

Summerville 1308' 50
Entrada 1330' 35

OIL SHOWS DESCRIPFION
1330' - oil sand 1330' - no stain; very slight odor; very low amount of oil in drillingmud;

unsure on footage because of lack of stain.

Comments
Formation tops are subject to change.



Daily Drilling Report
Operator: Running Foxes Location: NW NE Coord.: 503' fnl, 2682' fwl
Well Name: 30-2 County: Grand State: Utah Sec. 30
Pmject Area: CiscoSprings API #: 43-019-31483 Twp: 20 S
Spud Date: 10/13/2006 Rge: 24 E

Fleid: Greater Cisco Logging Geologist: Greq Bratton GL Elev: 4541 KB:

Drilling Contr: Propetroco, Inc. Toolpusher: Terry Leach
Surf. Casing: 8 5/8" Set @: 120 Cement Date:
Surf. Bit: 11" Out @: 120 Hole size: 6 1/4"
Bit #1: 6 1/4" PDC In O: 120 Ddiling fluid: Bentonite gel mud (at 710')
Bit #2: In @: Mud Pumps: G-D5 1/2" x 8"
BIt #3: In @:

Data Start Depth End Depth Ft. Drilled
11/3/06 1398' 1398' 0

OPERATIONS
Phoenix Surveys Inc. ran electrical logs of density neutron and dual induction. Propetroco will run production
casing at a later date. Well willbe cemented at a later date.

Time Depth BIt Weight Pump PSI Pump SPM Table RPM Mud Weight Viscosity

Mud/Chemicals Mixed:

N/A

Formation Entered Depth Units Gas Core Run Fmm To Recover

1st bentonite observed 605 2

1st well developed sand 665 3
2nd sand 694 7

3rd sand (Buckhorn) 710 21

Core #1 4 1 710 728 5

Core #2 15 2 728 735 5

Morrison,Brushy Basin 740

1st Brushy sand 752 15

2nd Brushy sand 950 22

3rd Brushy sand 1040 158

Core #3 1273* 3 1050 1057 1.7

Salt Wash (shale) 1052 238*

1st Salt Wash sand 1120 70 Desorption Samples From To

1st Salt Wash sand (lower) 1186 169

OIL SHOWS DESCRIPTION

Comments
Formation tops are subject to change. Phoenix measured log from K.B.



CONFIDBMLForm3160-4 UNITED STATES(February 2(Œ) DEPARTMENT OF THE INTERIOR FORMAPPROVED
BUREAU OF LAND MANAGEMENT Eprs ar

310,
07

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease SerialNo.
UTU-027403

la. Typeof Well Oil Well Gas Well DIy Other 6. If Indian, AllotteeorTribeName

b. Type of Completion: NewWell O Work Over Deepen GPlug Back Diff Resvr.,

Other 7 Unitor CAAgreementNameand No

2. Name of Operator Running Foxes Petroleum 8. LeaseNameand Well No.
30-2

3. Address 7060 B South Tucson Way Centennial, CO 80112 3a Phone No. (include area code) 9. AFIWell No.
720-889-0510 43-019-31483

4. Locationof Well (Report locationclearly and in accordancewith Federal requirementsy 10. Fieldand Pool, or Exploratory

Atsurface 503' FNL & 2682' FWL W/2 NW NE
Greater Cisco

l1. Sec.,T., R., M., on Block and

At topprod. intervalreported below Same as above Surveyor Area 30 208 24E

12 Countyor Parish 11 State
At totaldepth Same as above Grand UT

14. DateSpudded 15. DateT.D. Reached 16. DateCompleted |- gg g 17. Elevations(DF,RKB, RT,GL)*

10/13/2006 11/06/2006 OD & A Ready to Prod.

18. TotalDepth: MD 1398' GL 19. PlugBackT.D.: MD 1284' GL 20. DepthBridgePlugSet: MD 1086' GL

TVD TVD TVD

21. TypeElectric &OtherMechanicalLogsRun (Submitcopy ofeach) 22. Was well cored? No OYes (Submitanalysis)
WasDSTrun? No Yes (Submitreport)

t.Ansity& Ïnduction(Phoenix Surveys) DirectionalSurvey? No Des (Submitcopy)

21 Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft) Top (MD) Bottom(MD)
StageL menter No.e

f
SCkeå& SluÑL)° CementTope Amount Pulled

8 5/8" J55 24 lb. Surface 126' 42 sx G class Surface

6.25" J5 10.5 lb. Surface 1284' 63 sx G class 490' GL

34 TubingRecord
Size DepthSet(MD) Packer Depth (MD) Size Depth Set(MD) PackerDepth (MD) Size DepthSet(MD) Packer Depth (MD)

25. ProducingIntervals ( gy 26. PerforationRecord
Formation Top Bottom Perforated Interval Size No. Holes Perf. Status

A) Brushy Basin 830' 1100' 1040'-1046' .25 g 4 per foot Open
B) Salt Wash 1100' TD 1118'-1124', 1186'-1192' .25 g 4 per foot Open
C) CIBP (a) 1086'

D)
27. Acid, Fracture,Treatment,CementSqueeze,etc.

DepthInterval AmountandType of Material
1040'-1046' GL 500 gallons 7.5% HCL for 54 minutes

28. Production - Interval A
DateFilst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL CorrAPI Gravity

Choke Tbg.Press. CsŒ 24Hr Oil Gas Water Gas/Oil Well Status
Size Flwg. Press BBL MCF BBL Ratio

shut-In

28a. Production - Interval B
DateFirst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr.API Giavity

Choke Tbg.Press. Csg. 24 Hr Oil Gas Water Gas/0il Well S1atus
Size Flug. Press. Rate BBL MCF BBL Ratio \VED

SI -> gECE
*(See instructions and spaces for additional data on page 2)

FEB22 2007

DN.0F0\L,GAS



00NFilENT!AL
28b.Production- IntervalC
DateFirst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Co. API Gravity

Choke Tbg.Press. Cs8 24Hr Oil Gas Water Gas/0il WellStatus
Size FIwg. Press Rate BBL MCF BBL Ratio

28c. Production- IntervalD
DateFirst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Pluduction BBL MCF BBL Co. API Gravity

Choke Tbg.Press. Csg. 24Hr. Oil Gas Water Gas/0il WellStatus
Size F1wg. Press. Rate BBL MCF BBL Ratio

29. DispositiondGas (Sold,usedforfuel,vented, etc.,

30 Sunmry dIbous 2cnes (Include Aquifus): 31. Formation(I.ag)Markers

Showall importantzones of porosityand contentstheæof: Coredintervalsand all drill-stem
tests,includmgdepthintervaltested,cushion used,timetoolopen,flowingand shut-inpæssures
and recoveries.

Formation Top Bottom Descriptions,Contents,etc. Name °E
Meas.Depth

K Mancos Surface

K Dakota 604' GL

K Cedar Mountain 704' GL

J Morrison-Brushy Basin 830' GL

J Morrison-Salt Wash 1100' GL

32. Additionalremarks (includepluggingprocedure):

Well was originally perf'd for oil. After swabbing well, mostly water was produced. Decide to set bridge plug and complete gas interval. Brushy
Basin interval was shot. Well was swabbed and produced gas flares while swabbing. Decided to perform acid job on Brushy Basin sand. Acid
job performed and now pumpjack being booked up to pump off fluid from acid job. Running Foxes will update Well Completion Report after
assessment of pumping well for a month. Attached is the acid job report from BJ Services.

33. Indicatewhich itemshavebeenattached by placinga check in the appropriate boxes:

O Electrical/MechanicalLogs(1 fullset req'd.) GeologicReport 0 DSTReport DirectionalSurvey

O SundryNoticeforpluggingandcementverification O CoreAnalysis OOther:

34. Iherebycertifythattheforegoingand attached informationiscomplete and correctas determinedfromall available æcords (see attached instructions)*

Name(please print) harp Title Geologist

Title 18U.S.C Section1001and Title43 U.S.C Section1212,makeit a crime forany personknowingl andwillfully10 make to anydepartmentor agencyof the United
Statesany false,fictitiousor fraudulentstatementsor representationsas to any matterwithinitsjunsdiction.

(Continuedon page3) (Form3160-4,page



STIMULATIONTREATMENTREPORT

Date 11-JAN-07 District Grand Junction F.Receipt 437810221 Customer Running Foxes Petroleum Inc
Lease FEDERAL 30-2 Well Name FEDERAL 30-2
Field GREATER CISCO Location 30-208-24E
County Grand State Utah Stage No 1 Well API - API 43019314830000

WELL DATA Well Type: NEW Well Class: OIL Depth TDIPB: Formation: BRusHY

Geometry Type Tubular Type OD Weight ID Grade Top Bottom Perf Intervals

TUBULAR TBG 2.375 4.7 1.995 0 1014 Top Bottom SPF Diameter

TUBULAR CSG 4.5 10.5 4.052 1014 1046 1040 1046 2 .38

Packer Type BAKER 32-A Packer Depth 1014 FT

TREATMENT DATA LIQUID PUMPED AND
CAPACITIES IN BBLS

Fluid Type Fluid Desc Pumped Volume(Gals) Prop. Description Volume Pumped(Lbs)
TREATMENT FLUID 7.5% HCL 500 NO PROPPANT Tubing Cap. 3.9

Total Prop Qty: Casing Cap. .5

Annular Cap. O
Open Hole Cap. O
Fluid to Load 0
Pad Volume 0

Previous Treatment NA Previous Production NA Treating Fluid 12
Hole Loaded With 4% KCL Treat Via: Tubing gasing gnul. Dubing& Anul.

Flush 11
Ball Sealers:_ 0 In 0 Stages Type Overflush 8.6
AuxiliaryMaterialS CLAYTREAT3-C

Fluid to Recover 23

PROCEDURE SUMMARY

Time Surface Stuny Sturry Rate
AM/PM Treating Pressure-Psi BBLS. Pumped BPM Comments

STP Annulus Stage Total
12:50 0 0 0 0 0 SAFETY MEETING
13:09 946 0 12 12 .9 ACID
13:13 653 0 1 13 0 SHUT DOWN
13:39 981 0 10 23 2.5 FLUSH
13:44 682 0 0 0 O SHUT DOWN

Treating Pressure injection Rates Shut in Pressures Customer Rep.
Minimum 653 Treating Fluid

.9
ISDP 682 BJ ReP DANIEL D BOOTH

Maximum 981 Flush 2.5 5 Min. 638 Job Number 437810221

Average Average 10 Min. 630 Rec. ID No.

OperatorsMax. Pressure 15 Min. 628 Distribution
2500 Final 628 In 15 Min.

Flush Dens. Ib./gal. 8.34

ReoM Pnntea on Januarv 11 2007 2 11 PM



Form 3160-5 UNITEDSTATES FORMAPPROVED
(February200 DEPARTMENTOF THE INTERIOR E0pM Oh

1, 007
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-24°3

Do not use this form for proposals to drill or to re-enter an 6. If Indian,Allottee orTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals.

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. If Unitor CA/Agreement, Nameand/or No.

1. Type o
ilWell § GasWell Other 8. WellNameand No.

30-2
2. NameofOperatorRunning Foxes Petroleum 9. API Wel1No.
3a Address 3b. PhoneNo. (include area code) 43-019-314-83-00-00

7060 B South Tucson Way Centennial, CO 80112 720-889-0510 10.FieldandPool,or ExploratoryArea
4. Locationof Well (Footage,Sec.,T.,R.,M.,or SurveyDescnption) Greater Cisco

Wl2 NW NE 503' fnl & 2682' fwl 11. Countyor Parish, State

$30 T20S R24E Grand County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NGIIŒ, REPORT, OR GTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production(Start/Resume) Water Shut-Off
Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair NewConstruction Recomplete Other
ChangePlans Plugand Abandon TemporarilyAbandon

FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposed or CompletedOperation(clearlystate allpertinentdetails,includingestimatedstarting dateofanyproposedwork and approximate durationthereof
If theproposalistodeependirectionallyor recomplete horizontally,givesubsurfacelocationsand measured and truevertical depthsofallpertinentmarkers andzones.
AttachtheBondunder which thework will beperformedor providetheBondNo. on filewith BLM/BIA.Requiredsubsequent reports must befiledwithin 30days
followingcompletion of theinvolvedoperations.If theoperation results ina multiple completion or recompletion ina new intelval,a Form3160-4must befiledonce
testinghasbeencompleted. FinalAbandonment Noticesmust befiledonlyafterall requirements, includingreclamation, havebeencompleted, andtheoperatorhas
determinedthatthesiteis ready forfinalinspection.)

This sundry is to inform the BLM that Running Foxes Petroleum has acidized the aforementioned well. This well was acidized with 500 gallons
of 15% HCL at the intervals of 696'-700' GL in the Dakota Formation.

Attached: Treatment Report

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Title Geologist

Signa Date o

TMIST E FOR FEDERAL OR STATËOFFICE USE

Approvedby Title Date
Conditionsof approval, if any,are attached. Approval of thisnotice doesnot warrant or
certify thattheapplicant holdslegalor equitable titleto thoserights in the subject lease Office
which would entitle theapplicant to conduct operationsthereon.
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime forany personknowinglyand willfully to make to any departmentor agency ofthe United
Statesany false,fictitiousor fraudulentstatementsor representations asto anymatter within itsjurisdiction.
(Instructions on page 2) flECElVED

MAR12 2008
DIV,0F0lL,GAS&



e Well Treatment Report
Frac Tech Services L.L.C.
Date: 0-Jan-00 District: Aledo, Texas Job No: 11000227 A Custorner: Running Fox

Lease: 30-2 Field: Location:
County: Grand CO. Utah API #: API No. Stage #: Pump Rental Page: 1 of 2

WELL DATA Formation: Barnett Shale TD: 10150 '
PB: Sand/Materials Job Design

Casing Size: 7.00 in Weight: 26.00 # Set Frorr/To: Surfaceto T.D 0 lbs 100 Mesh
Liner Size: n/a Weight: n/a Set Frorr/To: n/a 0 lbs 30/70 White
Tubing Size: n/a Weight: n/a Set at: nla 0 lbs 40/70 White

Packer Type: n/a Set at nla Tail Pipe n/a 0 lbs 20/40 White

No. of Perfs: 101 Perf Size: #REF! Perforated Interval: 10588 to 10900 0 lbs HFTDiverter

TREATMENT DATA Job Type: Slickwater
Pad Type: Slickwater Acid Volume: - gallons 15% Hydrochloric Capacities
Base Fluid Type: Fresh Water Pad Volume: 588 gallons Slickwater

Prop Ladden - gallons Slickwater BBLS
Foam Quality: n/a Flush - gallons Slickwater Tubing: 0 bbi
Prop Types: 100 Mesh Sand Proppant Quanity Placed 0 lbs Casing: 0 bbl
Prop Types: 30/70 White Sand Proppant Quanity Placed 0 lbs Liner 0 bbi
Prop Types: 20/40 White Sand Proppant Quanity Placed 0 lbs Annular: 0 bbl
Treat Via: 7.00" 26.00# Total Proppant Quanity Placed 0 lbs openHole: 0 bbl
Hole Loaded With: Biocide H20 and or Produced H20 Fluid to load: 0 bbl

Frac customers well using equipment, materials, and chemicals as per customer instructionS. Flush: 0 bbl
Procedure Recover: 31 bbl
Summ8 Co2/N2: n/a

Slurry Surtare
TIME Treating Pressure (psi) Rate Slurry BOLS. Treatment Fluid (gallons) Proppant /Eiverters (lbs) Job Comments

(Military) STP 1 STP 2 BPM Stage Cumulative Cumualative Stage Cumulative
11:00 0 psi 0 psi 0.0 0 bbl 0 bbi 0 0 lbs 0 lbs Safety Meeting
11:15 4,100 psi 0 psi 0.0 0 bbi 0 bbl 0 0 lbs 0 lbs Test Lines
11:28 69 psi 0 psi 0.0 0 bbi 0 bbi 0 0 lbs 0 lbs Open Well
11:28 1,969 psi 0 psi 2.0 0 bbi 3 bbl 125 0 lbs O Ibs Start Acid
11:30 2,038 psi 0 psi 2.0 0 bbi 4 bbl 168 0 lbs OIbs Acid
11:32 2,015 psi 0 psi 2.0 0 bbi 8 bbl 328 0 lbs 0 lbs Acid
11:33 550 psi Opsi 0.0 0 bbl 9 bbi 368 0 lbs 0 lbs Lost Prime
11:34 2,015 psi 0 psi 2.1 0 bbl 9 bbi 388 O lbs Olbs Stat Pumping
11:35 2,224 psi Opsi 2.1 0 bbl 12 bbi 508 0 lbs 0 lbs Acid
11:36 1,626 psi 0 psi 2.1 0 bbl 15 bbi 622 0 lbs O Ibs Start Flush
11:38 1,740 psi 0 psi 3.1 0 bbl 19 bbl 798 0 lbs OIbs Flush:
11:42 1,489 psi 0 psi 3.1 0 bbl 30 bbl 1,262 0 lbs , OIbs Flush:
11:43 92 psi 0 psi 0.0 0 bbi 32 bbl 1,357 0 lbs O lbs SD

Treating Pressure:Minimum: 1,489 psi Maximum: 2,700 psi Average: #DIVl0]
Treating Rate:Minimum 2.0 bpm Maximum: 3.1 bpm Average: #DIVIO!

Operators Maximum Pressure: 3,500 psi F.G. Start 0.43 psilft F.G. Ending 0.43 psilft
Initial Shut Down Pressure: Opsi Final Shut in 0 psi
Customer Representative: Frac Tech Representative: Bill Barker &Frank



O
Forn 3160-5 UNITEDSTATES FORMAPPROVED
(February2005) DEPARTMENTOF THE INTERIOR E ires

Oc0h301,007
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-27403

Do not use this form for proposals to drill or to re-enter an 6. If Indian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals.

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. If Unitor CA/Agreement,Nameand/orNo

1. Type o
ilWell GasWell Other 8. WellNameand No.

2. NameofOpemtor
30-2

Running Foxes Petroleum 9. API WellNo.

3a Address 3b. PhoneNo. (include area code) 43-019-314-83-00-00

7060 B South Tucson Way Centennial, CO 80112 720-889-0510 10. Fieldand Pool, or Exploratory Area

4. Locationof Well (Footage,Sec.,T.,R.,M.,or SurveyDescription) Greater Cisco

W/2 NW NE 503' ful & 2682' fwl
11. Countyor Parish, State

$30 T20S R24E Grand County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDIIŒ, REPORT, OR ØTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production(Start/Resume) WaterShut-Off
Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair NewConstruction Recomplete Other
ChangePlans Plugand Abandon TemporarilyAbandon

FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribePoposedorCompletedOperation(clearlystateallpertinentdetails,includingestimatedstarting dateof anyproposedwork and approximatedurationthereof
Iftheproposalistodeependirectionallyor recomplete horizontally,givesubsurfacelocationsandmeasured and truevertical depthsof allpertinentmarkers and zones.
AttachtheBondunder which theworkwill beperformedor providetheBondNo. onfilewith BLM/BIA. Requiredsubsequent reports must befiledwithin 30 days
followingcompletion of theinvolvedoperations. If theoperation results in a multiple completion or recompletion ina new interval, a Form 3160-4 must befiledonce
testinghasbeencompleted. FinalAbandonmentNoticesmust befiledonly after all requirements, includingreclamation, havebeencompleted, and theoperatorhas
determinedthatthesiteis ready forfinalinspection.)

This sundry is to inform the BLM that Running Foxes Petroleum has fracture treated the aforementioned well. This well was fractured with
8,970 gallons of slickwater & 11,9363 of 12/20 brady sand at the intervals of 696'-700' GL in the Dakota Formation.

Attached: Treatment Report

RECEIVED
APRO4 2008

DIVOFOIL,GAS&NIINING

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

NeitDestr Title Geologist

SPAC OR FEDERAL OR STfTE dFFICE USE

Approvedby Title Date

Conditionsof approval,if any, areattached. Approvalof thisnotice doesnot warrant or
certify thattheapplicant holdslegalor equitable titleto thoserights in the subjectlease Office
which would entitlethe applicantto conduct operationsthereon.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeit a crimeforanypersonknowinglyand willfullytomaketo anydepartmentor agencyofthe United
Statesanyfalse,fictitiousor fraudulentstatementsor representations asto anymatter within its jurisdiction.

(Instructions on page



Frac Tech Services, L.L.C.
Proposal No: 11000197 Revision A 268 Scarrow Rd.

Parachute, CO 81635

Running Foxes Petroleum

Cisco 30 - 2
API No.

Greater Cisco
September 26, 2007

20# Turquoise - Dakota Sands
Day 2

15 BPM via 2-3/8" Tubing

FR AC
TE CH

Prepared For: Service Representative:
Mr. Neal Sharp John Roney, Regional Manager
Office: Office: 970-285-7793
Fax: E-Fax: 970-434-8981
Cell: Cell: 970-985-2516
E-Mail: E-Mail: jroney@,fractech.net

Service Representative:
Paul Davis, District Mgr.
Office: 970-285-7793
E-Fax: 432-368-8180
Cell: 435-790-1509
E-Mail: p.davis@fractech.net

Prepared By:
Sylvester Price, District Engr.
Office: 970-285-7793
E-Fax: 432-368-8180
Cell: 970-985-1940
E-Mail:



Page 2 Frac Tech Services, L.L.C.
Proposal No: 11000197 Revision A . 268 Scarrow Rd.

Parachute, CO 81635

Operator Name: Running Foxes Petroleum
Well Name: Cisco 30 - 2
Job Description: 15 BPM via 2-3/8" Tubing
Date: September 26, 2007

OVERVIEWOF JOB:

Surface Treating Pressure 2,857 psi

Total Rate 20 bpm

Pump Time Estimated Hrs/Min 0:17 HH:MM

Hydrochloric Acid 20% 500 Gallons HCL

Pad 6,000 Gallons 20# TURQUOISE

Proppant Laden 2,834 Gallons 20# TURQUOISE

Flush 136 Gallons 20# Linear Gel

Proppants 12/20 Brady 12,004 Lbs.

Total BBLS for Job 225 BBLS

Total Gallons for Job 9,470 Gallons

Maximum Pressure 6,000



Page 3 Frac Tech Services, L.L.C.
Proposa! No: 11000197 Revision A 268 Scarrow Rd.

Egg Parachute, CO 81635

Operator Name: Running Foxes Petroleum
Well Name: Cisco 30 - 2
Job Description: 15 BPM via 2-3/8" Tubing
Date: September 26, 2007

SPECIFICATIONS FOR FLUIDS:

Hydrochloric Acid 20% 500 Gallons
CI-40 HT 2.00 gpt Acid Corrosion Inhibitor
NE100 1.00 gpt Nonionic Nonemulsifier
FE 100L 3.00 gpt Iron Control (CitricAcid Solution)

20# Turquoise Pad 6,000
HVGO1 5.00 gpt Topaz/Turquoise Gel Systems
ICI-3240 0.50 gpt Bacteriacide
NE100 2.00 gpt Nonionic Nonemulsifier
BXLO1 1.50 gpt Suspended Borate XL
LTBO1 10.00 gpt LT Encapsulated AP Breaker
FTS WellClay 2.00 gpt Liquid KCISubstitute
BO9 1.00 gpt High pH Buffer

20# Turquoise Proppants 2,834 Gallons
HVGO1 5.00 gpt Topaz/Turquoise Gel Systems
ICI-3240 0.50 gpt Bacteriacide
NE100 2.00 gpt Nonionic Nonemulsifier
BXLO2 1.50 gpt Borate XL
LTBO1 10.00 gpt LT Encapsulated AP Breaker
FTS WellClay 2.00 gpt Liquid KCISubstitute
B09 1.00 gpt High pH Buffer

15# Linear Gel Flush 136 Gallons
HVGO1 3.75 gpt TopazfTurquoise Gel Systems
ICI-3240 0.50 gpt Bacteriacide
NE100 2.00 gpt Nonionic Nonemulsifier
LTBO1 10.00 gpt LT Encapsulated AP Breaker
FTS WellClay 2.00 gpt Liquid KCISubstitute
LTA01 1.00 gpt Breaker Catalyst

Type and Total Ibs of Proppants / Divertem
30/50 White Sand 12,004



Page 4 Frac Tech Services, L.L.C.
Proposa! No: 11000197 Revision A 268 Scarrow Rd.

mAc Parachute, CO 81635

Operator Name: Running Foxes Petroleum
Well Name: Cisco 30 - 2
Job Description: 15 BPM via 2-3/8" Tubing
Date: September 26, 2007

WELL DATA:

Reservoir:
Formation Dakota Sand
MidPerforation (MD) 1,043 Feet
MidPerforation (TVD) 1,043 Feet
Top Perforation (TVD) 1,040 Feet
Bottom Perforation (TVD) 1,046 Feet
Frac Gradient 0.98 psilft
Bottom Hole Fracture Pressure (TVD) 1,022 psi
Porosity 13 %
Measured Depth (TD) 1,086 Feet

Perforations:
Measured Depth Shots Per Ft. Diameter Holes

1040 to 1046 Select 1 Ft. 0.34 16
Est. Total Holes 16

Tubulars:
Pump Via: 4.5 Casing 11.60 K-55

Caculations:
Pipe Friction (MD) 1,645 psi Hydrostatic Head 452 psi
Perforation Friction 642 psi BHFP 1,022 psi

NWB Friction - psi Surface Pressure 2,857 psi
Total Friction 2,287 psi Maximum Pressure 6,000 psi

Hyd. Horse Power 1400



Page 5 Frac Tech Services, L.L.C.
Proposal No: 11000197 Revision A 268 Scarrow Rd.

Parachute, CO 81635

Operator Name: Running Foxes Petroleum
Well Name: Cisco 30 - 2
Job Description: 15 BPM via 2-3/8" Tubing
Date: September 26, 2007

PROCEDURE:

A. Perform allQualityAssurance test prior to fracturing.
B. Hold a safety meeting with all personnel on location.
C. Pressure test treating lines to 1000 psi above customer's maximum pressure.
D. Pump as follows:
E. Breakdown Formation and establish rate.

1 Pump: 500 gallons 20% NeFe Acid.
2 Pump: 6,000 gallons 20# Turquoise Pad.
3 Pump: 1,000 gallons 20# Turquoise @ 2.00 ppg 12/20 Brady
4 Pump: 750 gaffons 20# Turquoise @ 4.00 ppg 12/20 Brady
5 Pump: 834 gallons 20# Turquoise @ 6.00 ppg 12/20 Brady
6 Pump: 250 gallons 20# Turquoise @ 8.00 ppg 12/20 Brady
7 Pump: 136 gallons 9# Linear Gel Flush.

F. Record ISDP, 5,10, and 15 minute psi readings.
G. Close in well and rig down.
H. Customer can began flow back



Page 6 Frac Tech Services, L.L.C.
Proposal No: 11000197 Revision A 268 Scarrow Rd.

F,.gg Parachute, CO 81635

Operator Name: Running Foxes Petroleum
Well Name: Cisco 30 - 2
Job Description: 15 BPM via 2-3/8" Tubing
Date: September 26, 2007

TREATMENTSCHEDULE:

Stage Rate Slurry/bbis Sand/Ibs Clean/bbis Time
Type BPM Stage Total Stage Total Stage Total Minutes

15% Acid 5 11.9 11.9 11.9 11.9 0:02:23
Proppant 15 142.9 154.8 0 0 142.9 154.8 0:09:31
Proppant 15 26.0 180.7 2000 2000 23.8 178.6 0:01:44
Proppant 15 21.1 201.8 3000 5000 17.9 196.4 0:01:24
Proppant 15 25.2 227.1 5004 10004 19.9 216.3 0:01:41
Proppant 15 8.1 235.2 2000 12004 6.0 222.2 0:00:32
Flush 15 3.2 238.4 0 12004 3.2 225.5 0:00:13
Totals 238.4 12004 225.5



Page 7 Frac Tech Services, L.L.C.
Proposal No: 11000197 Revision A 268 Scarrow Rd.

Parachute, CO 81635

Operator Name: Running Foxes Petroleum
Well Name: Cisco 30 - 2
Job Description: 15 BPM via 2-3/8" Tubing
Date: September 26, 2007

TREATMENTSCHEDULE CONTINUED:

Stage Stage Stage Sand Materials Ball Sand
Type Number Gallons Concentration Size and Type Sealers Rate Ib/min

15% Acid 1 500 0 0
Proppant 2 6,000 0.00 ppg 0 0 0 0
Proppant 3 1,000 2.00 ppg 12/20 Brady 0 1155
Proppant 4 750 4.00 ppg 12/20 Brady 0 2131
Proppant 5 834 6.00 ppg 12/20 Brady 0 2968
Proppant 6 250 8.00 ppg 12/20 Brady 0 3693
Flush 7 136 0 0
Total Gallons



FMC Well Treatment Report
TECH

Frac Tech Services L.L.C.
Date: 27-Sep-07 District: Parachute, CO 81635 Job No: 11000197 A Customer: Running Foxes Petroleum

Lease: Cisco 30 - 2 Field: Location:

County: Greater Cisco API #: API No. Stage #: Day 2 Page: 1 of 2

WELL DATA Formation: Dakota Sand TD: 1086' PB: Sand/Materials Job Design
Casing Size: 4.50 in Weight: 11.60 # Set From/To: Surface to T.D 0 lbs 100 Mesh
Liner Size: n/a Weight: n/a Set From/To: n/a 0 lbs 30/70 White
Tubing Size: 2.375 in Weight: 4.60 # Set at: n/a 0 Ibs 40/70 White
Packer Type: nla Set at: n/a Tail Pipe n/a 12,004 Ibs 12/20 Brady
No. of Perfs: 32 Perf Size: .49 in Perforated Interval: 1040 to 1046 0 lbs HFT Diverter

TREATMENT DATA Job Type: Slickwater
Pad Type: Slickwater Acid Volume: 500 gallons 15% Hydrochloric Capacities
Base Fluid Type: Fresh Water Pad Volume: 6,000 gallons Slickwater

Prop Ladden 2,906 gallons Slickwater BBLS
Foam Quality: n/a Flush 136 gallons Slickwater Tubing: 0 bbl
Prop Types: 100 Mesh Sand Proppant QuanityPlaced 0 lbs Casing: 3.2 bbl
Prop Types: 30/70 White Sand Proppant QuanityPlaced 0 lbs Liner 0 bbi
Prop Types: 12/20 Brady Proppant QuanityPlaced 11,936 Ibs Annular: 0 bbl

Treat Via: 4.50" 11.60# Total Proppant QuanityPlaced 11,936 Ibs Open Hole: 0 bbl
Hole Loaded With: Biocide H20 and or Produced H20 Fluid to load: 0 bbl

Frac customers well using equipment, materials, and chemicals as per customer instructions. Flush: 0 bbl
Procedure Recover: 227 bbi
SummaW Co2/N2: n/a

Slurry Surfa :e

TIME Treating PrESSUFO (PSi) Rate Slurry B 3LS. Treatment Fluid (gallons) Proppant/Eiverters (Ibs) Job Comments
(Military) STP 1 STP 2 BPM Stage Cumulative Cumualative Stage Cumulative

8:35 0 psi 0 psi 0.0 0 bbi 0 bbi 0 0 lbs O Ibs Safety Meeting
8:58 6,173 psi 0 psi 0.0 0 bbi 0 bbi 0 0 Ibs OIbs Pressure Test Lines
9:36 0 psi 0 psi 0.0 0 bbi 0 bbi 0 0 lbs OIbs Open Well
9:37 0 psi 0 psi 0.0 0 bbi 1 bbi 42 0 lbs 0 lbs Start 7-1/2% HCL
9:45 2,905 psi 0 psi 0.0 0 bbl 0 bbi 0 0 lbs OIbs SD / Tbg & Packer unseat

Tbg &Packer plugged??

Treating Piessure:Minimum: 0 psi Maximum: 6,402 psi Average: #DIVIO!
Treating Rate:Minimum: 0.0 bpm Maximum: 0.0 bpm Average: #DIVIO!
Operators Maximum Pressure: 6,000 psi F.G. Start 0.00 psi/ft F.G. Ending 0.00 psilft
Initial Shut Down Pressure: 0 psi Final Shut In 0 psi
Customer Representative: Neal Sharp Frac Tech Representative: Bill Barker & Frank



Master Chemical Sheet for Job

Iustomer: Running Foxes Petroleum Job Date.
ase: Cisco 30 - 2 9/27/2007

tage: Day 2
ob #: 11000197 A

On Location and Per Job REMAINING
CHEMICAL orFloat USED Design Used

Chemplex Gallons Gallons Gallons Gallons
HVGO1 268 58 0 210
ICl-3240 5 5 0 0
NE100 325 25 0 300
BXLO1 325 20 0 305
LTB01 100 30 0 70
WellClay 100 325 28 0 297
B-09 207 7 0 200

I
Misc. DELIVERED USED Per Job REMAINING
22 Be Acid 388 194 261 194
15.1% - 20% HCL 1000 5 500 995
CI-40 HT 1 1 1 0.5
NE100 0.5 0 1 0.25
FE 100L 1.5 0.75 2 0.75

30/70 White
30/50 White 0 lbs 11,936 lbs 12,004 Ibs -11,936 lbs
100 Mesh 0 lbs 0 lbs O lbs O



Running Foxes Petroleum
Cisco 30 - 2
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25.(0 Surf Press [Tb (psi) --- Slurry Flow Rate (bpm)
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RunningFoxPetroleum_30-2
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RunningFoxPetroleum_30-2
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Fonn 3160-5 UNITED STATES FORMAPPROVED
(February2005) DEPARTMENT OF THE INTERIOR E i s

lo Ohe301,
007

BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU27403

Do not use this form for proposals to drill or to re-enter an 6. If Indian,Allotteeor TribeName
abandoned we/L Use Form 3160 - 3 (APD) for such proposals.

SUBMIT IN TRIPLICATE- Otherinstructions on reverse síde. 7. IfUnitorCA/Agreement,Nameand/orNo.

1. Type of
ilWellO O GasWellOO Other 8. WellNameand Na

30-22. NameofOperatorRunning Foxes Petroleum 9. API WellNo.
3a. Address 3b. PhoneNo.(includearea cok) 43-019-314-83-00-00

7060 B South Tucson Way Centennial, CO 80112 720-889-0510 10.FieldandPool,or ExploratoryArea
4. LocationofWell (Footage,Sec.,I, R.,M, or SurveyDescnption) Greater Cisco

503' ful & 2082' fwl S30 T20S R24E 11. Countyor Parish, State

Grand County, Utah

12. CHECKAPPROPRIATE BOX(ES)TO INDICATE NATURE OF NOTIO REPORT, OR OTHER DATA

YPE OF SUBMISSION TYPE OF ACTION

Acidize Deepen Production (Start/Resume) WaterShut-Off
Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair New Construction Recomplete Other
ChangePlans PlugandAbandon TemporarilyAbandon

FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedor CompletedOperation(clearlystateall pertinentdetails,includingestimatedstartingdateof any proposedwork andapproximate durationthereof
If the proposalistodeependiæctionallyor æcomplete horizontally,givesubsurfacelocationsandmeasuredand trueverticaldepthsof all pertinentmarkersandzones.
AttachtheBondunderwhichthe workwill be performedorprovidetheBondNo. on filewithBLM/BIA. Requiredsubsequentreports mustbefiledwithin 30days
followingcompletionof the involvedoperations.If the operationresultsina multiplecompletionor recompletion ina new interval,a Form3160-4must befiledonce
testinghasbeencompleted.FinalAbandonmentNoticesmust be filedonlyafterall requiæments, includingreclamation, havebeencompleted, andtheoperatorhas
determinedthatthesite is ready for finalinspection.)

This sundry notice is to inform the BLM that Running Foxes Petroleum intends to plug & abandon the aforementioned well. Running Foxes
Petroleum intends to fill both the production casing & surface casing with cement from PBTD to the surface. Surface casing (8 5/8", 24#, JS5)
was set at 120' GL & production casing (4.5", 10.5#, J55) was run to 1284' GL. A CIBP was set at 750' GL. Upon completion of cementing
Running Foxes Petroleum intends to dig around the casing and cut off the first three feet of surface & production casing from ground level.
Afterward a belowground marker, consisting of a metal plate, will be welded on to the remaining casing with all pertinent well information
placed onto the plate. As well, a weep hole will be left on the plate. Once the plate has been welded on to the pipe, it will be buried and the well
pad will be recontoured and seeded to blend in with the natural surroundings. If the BLM deems any other action necessary please inform
Running Foxes Petroleum upon approval of this plugging and abandoning.

COPYSENTTOOPERATOR
Attached: Well Schematic

CC: UT DOGM

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

TitateeGeologist

05/28/2010

T Is SPÁcE OR FEDERAL OR STATE OFFICE USE

Approvedby Title . Date
Conditionsof approval,if any, are attached. Approvalofthis noticedoesnot warrantor
certifythattheapplicantholdslegalor equitabletitletothoserights inthesubjectlease Office FederalApprovalOfThis
which would entitlethe applicanttoconductoperations thereon. ACil()rilsNecessay
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime forany personknowinglyand willfully to maketo any departmentor agency of the UnitedStatesany false,fictitiousor fraudulent statementsor representationsas to anymatterwithin its junsdiction.

RECEIVED(Instructions on page 2)

JUNO2 2010
DIROF0lL,GAS&



30-2
Lease #: UTU 27403 Wl2 NW NE *AIItubing & rods pulled;
Entity #: 15738 Sec 30 T208 R24E Well to be P&A'd

Elevatir n: 4641' GL
43-C 9-3· 483

I 120' of 8 5/8" (24#, J55); 42 sacks ofSpud: October 13, 2006 Class G cement
Complete: November 6, 2006

1284' of 4 ½" (24#, J55); 63 sacks of
Class G cement"

Perforations: (Kd3) 696'- 700' (4 spfl15g);
Stimulated wl500 gallons 15% HCL &
fracture treated wl8,970 gallons of slickwater
& 11,936 Ibs of 12/20 Brady Sand

- CIBP set @750' GL

Perforations: (Jmbb 3a) 1040'- 1046' GL
(4 spfl25g); Stimulated wl500 gallons of 7.5% HCL

Zone: K Dakota & J Morrison - CIBP set @1086' GL

IP:
Total Oil: Perforations: (Jsw 1) 1118'-1124' GL

Total Gas: (4 spfl25g); No Stimulation

Total Water:
GOR: Perforations: (Jsw 2) 1186'-1192' GL

APl/Gravity: (4 spf/25g); No Stimulation

TD: 1398' GL
PBTD: 1284'



Form 3160-5 UNITED STATES FORMAPPROVED
(February2005) DEPARTMENT OF THE INTERIOR E0M
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BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU27403

Do not use this form for proposals to drill or to re-enteran 6. IfIndian,AllotteeorTribeName

abandoned we/I. Use Form 3160 - 3 (APD) for such proposals.

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitorCA/Agreement,Nameand/orNo.

pe o
il WellO O GasWellOO Other 8. WellNameandNa

30-2
2. Nameof OperatorRunning Foxes Petroleum 9. API Well No.
a. Address 3b. PhoneNo. (includearea code) 43-019-314-83-00-00

7060 B South Tucson Way Centennial, CO 80112 720-889-0510 10.FieldandPool,or ExploratoryArea
4. LocationofWell (Footage,See, T, R.,M, or SwveyDescnption) Greater Cisco

503' fnl & 2082' fwl 830 T208 R24E 11. Countyor Parish, State

Grand County, Utah

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NGII REPORT, ORGTHER DATA

TYPEOF SUBMISSION TYPE OF ACTION

O Acidize Deepen Poduction (Start/Resume) WaterShut-Off
Noticeof Intent Alter Casing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair New Construction Recomplete Other
ChangePlans PlugandAbandon TemporarilyAbandon

FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedor CompletedOperation(clearlystateallpertinentdetails,includingestimatedstartingdateof any proposedworkandapproximatedurationthereof.
If the proposalisto deependirectionallyor recomplete horizontally,givesubsurfacelocationsandmeasuredand true vertical depthsof all pertinentmarkersandzones.
AttachtheBondunder whichthe workwill be performedor providetheBondNo. on filewithBLM/BIA. Requiredsubsequentreportsmust befiledwithin 30days
followingcompletionof theinvolvedoperations.If theoperationresultsina multiplecompletionor recompletionin a new interval,a Form3160-4mustbefiledonce
testinghasbeencompleted.FinalAbandonmentNoticesmustbefiledonlyafterall requirements, includingæclamation, havebeencompleted,and theoperatorhas
detenninedthatthe site isreadyforfinalinspection.)

This sundry notice is an amendment to a previous P&A sundry sent to the BLM dated 05/28/2010. Running Foxes Petroleum requests that the
previously approved procedure from the aforementioned sundry be disregarded and consider the following procedure as Running Foxes
Petroleums finalized plan for plugging this well.

Running Foxes Petroleum intends to set a CIBP at 646' GL. Afterwards a 35 foot column of cement will be set on top of the CIBP. A second
CIBP or wiper plug will then be set at 180' GL. (Water will be placed in between the two plugs.) The production casing will then be perforated
at 170'-172' GL in order to access the backside of the production casing. Cement will then be pumped into the production annulus via a coiled
tubing rig or pulling unit until cement is circulated to surface and holds. Upon completion of cementing Running Foxes Petroleum intends to dig
around the casing and cut off the first three feet of surface & production casing from ground level. Afterward a belowground marker
(consisting of a metal plate) will be welded on to the casing stub with all pertinent well information placed onto the plate (a weep hole will be left
on the plate). Once the plate has been welded on to the casing stub, it will be buried and the well pad will be prepared for reclamation. If the
BLM deems any other action necessary please inform Running Foxes Petroleum upon approval of this plugging and abandoning.

Attached: Well Schematic CC: UT DOGM COPYSENTTOOPERATOR

14. I hereb certify that the foregoingis true and correct Illitials:Name Printed/Typed)

signature

TitateeGeologist

07/21/2010

TH(S WCE OR FEDERAL OR STATE OFFICE USE

Approvedby Title 96... Ë ,
Date (a

Condions of app oval, if any, are attached. Approval of this notice does not warrant or
certify thatthe applicantholds legal or equitabletitle to thoserights in the subject lease Office <

which would entitletheapplicantto conduct operationsthereon. Ö6 AC600 8

Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime for any personknowinglyand willfullyto maketo any departmentor agency of tÑeUnitË
Statesany false,fictitiousor fraudulent statementsor representationsas to anymatter within its jurisdiction.

( nstructions on page 2



30-2
Lease #: UTU 27403 Wl2 NW NE *AIItubing & rods pulled;
Entity #: 15738 Sec 30 T208 R24E Well to be P&A'd

Elevation: 4341' GL
43-0 9-3 483

Spud: October 13, 2006
Complete: November 6, 2006

Propose set CISP or wiper plug @180' GL

Water filling casing in between plugs
'

35' column of cement on top of CISP

Ililillif Propose set CISP @646' GL

Surface: 120' of 8 5/8" (24#, J55) ' El Perforations: (Kd3) 696'- 700' (4 spfl15g);
42 sacks of Class G cement u

Stimulated wl500 gallons 15% HCL &
fracture treated wl8,970 gallons of slickwater

Production: 1284' of 4 ½" (24#, J55); & 11,936 Ibs of 12/20 Brady Sand
o3 sacks of Class G cement'

- CIBP set @750' GL
*Top of Cement at 493' GL

Perforations: (Jmbb 3a) 1040'- 1046' GL
(4 spf/25g); Stimulated wl500 gallons of 7.5% HCL

- CIBP set @1086' GL
Zone: K Dakota & J Morrison

Perforations: (Jsw 1) 1118'-1124' GL
Total Oil: (4 spf/25g); No Stimulation

Total Gas:
Total Water: Perforations: (Jsw 2) 1186'- 1192' GL

GOR: (4 spf/25g); No Stimulation

APl/Gravity:

TD: 1398' GL
PBTD: 1284'



Forn 3160-5 UNITED STATES FORMAPPROVED
(February2005) DEPARTMENT OF THE INTERIOR E i
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007

BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS ETU27403

Do not use this form for proposals to drill or to re-enteran 6. IfIndian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals.

SUBMIT IN TRIP LICATE- Other instructions on reverse side. 7. If Unitor CA/Agreement,Nameand/or No.

1. Type o
ilWellO O GasWellOO Other 8. WellNameandNo.

30-2
2. Name ofOperatorRunning Foxes Petroleum 9. API WellNo.
3a. Address 3b. PhoneNo. (include area code) 43-019-314-83-00-00

7060 B South Tucson Way Centennial, CO 80112 720-889-0510 10.FieldandPool,or ExploratoryArea
4. Locationof Well (Footage,Sec.,T, R.,M, or SurveyDescription) Greater Cisco

503' fnl & 2082' fwl S30 T20S R24E 11. Countyor Parish, State

Grand County, Utah

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NDIIW REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPE OF ACTION

Acidize Deepen Production (Start/Resume) WaterShut-Off
Noticeof Intent Alter Casing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair New Construction Recomplete Other
ChangePlans PlugandAbandon TemporarilyAbandon

FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedor CompletedOperation(clearlystateall pertinentdetails,includingestimated startingdateof any proposedwork andapproximate durationthereof
If theproposalisto deependirectionallyor recompletehorizontally,givesubsurface locationsandmeasuredandtrue vertical depthsof allpertinentmarkers andzones.
AttachtheBondunder which theworkwill be performedor providethe BondNo. on filewith BLM/BIA. Requiredsubsequentreports mustbe filedwithin 30 days
followingcompletionof the involvedoperations.If the operationresultsin a multiple completionor recompletion in a new interval,a Form3160-4must befiledonce
testinghasbeencompleted.FinalAbandonmentNoticesmust befiledonlyafterall requirements, includingreclamation, havebeencompleted, andthe operator has
determinedthatthesite is madyforfinalinspection.)

This sundry notice is an amendment to a previous P&A sundry sent to the BLM dated 05/28/2010. Running Foxes Petroleum requests that the
previously approved procedure from the aforementioned sundry be disregarded and consider the following procedure as Running Foxes
Petroleums finalized plan for plugging this well.

Running Foxes Petroleum intends to set a CIBP at 646' GL. Afterwards a 35 foot column of cement will be set on top of the CIBP. A second
CIBP or wiper plug will then be set at 180' GL. (Water will be placed in between the two plugs.) The production casing will then be perforated
at 170'-172' GL in order to access the backside of the production casing. Cement will then be pumped into the production annulus via a coiled
tubing rig or pulling unit until cement is circulated to surface and holds. Upon completion of cementing Running Foxes Petroleum intends to dig
around the casing and cut off the first three feet of surface & production casing from ground level. Afterward a belowground marker
(consisting of a metal plate) will be welded on to the casing stub with all pertinent well information placed onto the plate (a weep hole will be left
on the plate). Once the plate has been welded on to the casing stub, it will be buried and the well pad will be prepared for reclamation. If the
BLM deems any other action necessary please inform Running Foxes Petroleum upon approval of this plugging and abandoning.

Attached: Well Schematic CC: UT DOGM COPYSENTTOOPERATOR

oate:¶ • 26 «200

14. I hereby certify that theforegoingis true and correct lilitials: \&Name (Printed/Typed)

Signature

Title Geologist

07/21/2010

TH(S gCE OR FEDERAL OR STATE OFFICE USE

Aggroved_by Title Date
Conditionsof approval,if any, are attached. Approval of this notice does not warrant or QQ¾
certify that the applicant holds legalor equitabletitle to thoserights in the subject lease Office gggwhich would entitle the applicantto conductoperations thereon. ACnOD

Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime for any personknowinglyand willfully to maketo any departmentor agency of the United
Statesany false,fictitiousor fraudulent statementsor representations as to anymatterwithin its jurisdiction.

( nstructions on page 2 HECidlVED

DIV.0FOIL,GAS&



30-2
Lease #: UTU 27403 Wl2 NW NE *AIItubing & rods pulled;
Entity #: 15738 Sec 30 T208 R24E Well to be P&A'd

Elevati, n: 4641' GL
43-C 9-3 483

Spud: October 13, 2006
Complete: November 6, 2006

Propose perf at 170'-172' GI (2 spf/3.376"l12p)

Propose set ClBP or wiper plug @ 180° GL

Water filling casing in between plugs

35' column of cement on top of CIRP

- Propose set CIBP @ 646' GL

Surface: 120' of 8 5/8" (24#, J55) PI Perforations: (Kd3) 696'- 700' (4 spfl15g);
42 sacks of Class G cement u Stimulated wl500 gallons 15% HCL &

fracture treated wl8,970 gallons of slickwater
Production: 1284' of 4 ½" (24#, J55)

,,

' & 11,936 Ibs of 12/20 Brady Sand
63 sacks of Class G cement

- CIBP set @750' GL
*Top of Cement at 493' GL

Perforations: (Jmbb 3a) 1040'- 1046' GL
(4 spf/25g); Stimulated wl500 gallons of 7.5% HCL

- CIBP set @1086' GL

Zone: K Dakota & J Morrison

Perforations: (Jsw 1) 1118'-1124' GL
Total Oil: (4 spf/25g); No Stimulation

Total Gas:
Total Water: Perforations: (Jsw 2) 1186'- 1192' GL

GOR: (4 spfl25g); No Stimulation

APl/Gravity:

TD: 1398' GL
PBTD: 1284'


	APD-DRILL
	APD-WORKSHEET
	APD-APPROVAL
	APD-BLM
	SPUD
	WCR
	SUNDRY-PxA
	SUNDRY-PxA
	SUNDRY-PxA

